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SAFETY STEPS ТО FOLLOW IF SOMEONE 
IS THE VICTIM OF ELECTRICAL SHOCK 


DO NOT TRY TO PULL OR GRAB THE INDIVIDUAL 


IF POSSIBLE , TURN OFF THE ELECTRICAL POWER 


IF YOU CANNOT TURN OFF THE ELECTRICAL 
POWER, PULL, PUSH, OR LIFT THE PERSON TO 
SAFETY USING А WOODEN POLE ОН А ROPE OR 
SOME OTHER INSULATING MATERIAL 


4 SEND FOR HELP AS SOON AS POSSIBLE 


AFTER THE INJURED PERSON IS FREE OF 
CONTACT WITH THE SOURCE OF ELECTRICAL 
SHOCK, MOVE THE PERSON А SHORT DISTANCE 


AWAY AND IMMEDIATELY START ARTIFICIAL 
RESUSCITATION 
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WARNING 


High voltage is used to power this equipment. Before installing or removing any power 
cable, be sure that POWER switch on compartment control module is in OFF position and 
that the collective protection equipment power source is shut down to avoid personal 
injury or loss of life. 


If filter unit is operating, high voltage is present at the 208 v indicator lamp socket 
on the power distribution unit. Personal injury or loss of life may result if socket 
is contacted. 


Do not remove covers to service components after toxic exposure without observing 
proper handling procedures. 


Filter seals must be properly seated to prevent bypass of contaminated air. 
Torque access cover bolts 180 to 200 inch-pounds to seat gas filter. 


Tighten inner cover retaining bar until sleeve is flush with top surface, to seat 
particulate filter. 


If the power switch located on the compartment control module is switched on, and if 
mask light flashes and the horn sounds for more than 30 seconds, put on individual 
protective mask. 


The modular collective protection equipment will not protect against carbon monoxide 
from the exhaust of an internal combustion engine. 


During a tactical mission or a training exercise involving chemical or biological 
agents, do not reuse a filter that has been removed from a filter unit. 


Do not step on protective entrance top shell when erected or collapsed. 


Ensure that pressure port on compartment control module is covered and sealed prior to 
shelter decontamination procedures. 


A/(B blank) 
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TECHNICAL MANUAL 
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OPERATOR'S ORGANIZATIONAL, DIRECT SUPPORT AND 
GENERAL SUPPORT MAINTENANCE MANUAL 
FOR 
INSTALLATION OF MODULAR COLLECTIVE PROTECTION EQUIPMENT (MCPE) 
(NSN 4240-00-229-2610) 
IN 
TACFIRE DISPLAY AND COMPUTER SHELTERS (5-280) 


REPORTING ERRORS AND RECOMMENDING IMPROVEMENTS 


You can help improve this manual. If you find any mistakes or if you know of a way to improve 
the procedures, please let us know. Mail your letter or DA Form 2028 (Recommended Changes 
to Equipment Publications and Blank Forms) or DA Form 2028-2 located in the back of this 


manual direct to: Commander, US Army Communications-Electronics Command and Fort Mon- 
mouth, ATTN: DRSEL-ME-MP, Fort Monmouth, New Jersey 07703. A reply will be furnished to 
you. 
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HOW TO USE THIS MANUAL 


In this manual paragraphs are numbered bv chapter and order in each chapter. To find 
the paragraph vou need, first locate vour subject in the table of contents. Turn to 
the page shown and read the paragraph headings until you see what you're looking for. 


if vou find a word or term vou don't understand, refer to the glossarv in the back of 
the book. 
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MODULAR COLLECTIVE PROTECTION EQUIPMENT (MCPE) 
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CHAPTER 1 
INTRODUCTION 

Subject Section Page 
FN | 
Equipment Ое$спрїїп................................................. H 
Principles of Operation s =. оен he ТЕҚ ж ġe Ш 
OVERVIEW 
This chapter contains general information, equipment descriptions, and principles of operation 
for modular collective protection equipment. 

Section I GENERAL INFORMATION 

Subject Para Page 
568869 EEE EE О A Т EE к аа азан NOE RE [1-7] 
Maintenance Forms, Records, and Веропв................................. [1-1] 
Consolidated Indes of Army Publications and Blank Ғоппв........................ 
Destruction of Army Electronics Майегіві....................................... 
Administrative Storage sisse 07 9 > پ“‎ ed 1:111 ۶ 
Reporting Equipment Improvement Recommendations ....................... 1-6 
Nomenclature Cross Reference Ш$Ї...................................... 
List of Abbreviations REESE 1-8 


1-1. SCOPE. 


Type of Manual: Operator's, Organizational, Direct Support, and General Support Maintenance. 


Equipment Name and Model Number: The Modular Collective Protection Equipment, Fire Direction 
System, Artillery, (Tacfire) AN/GSG-10(V) consists of: M10 protective entrance, M56 
gas-particulate filter unit and M262 installation kit. ۱ 


Purpose of Equipment: Provides filtered air under positive pressure to the M10 protective 
entrance and to the tacfire shelter. 


1-2. MAINTENANCE FORMS, RECORDS, AND REPORTS. 


REPORTS OF MAINTENANCE AND UNSATISFACTORY EQUIPMENT 


Department of the Army forms and procedures used for equipment maintenance will be those 
prescribed by TM 38-750, The Army Maintenance Management System (TAMMS) 


REPORT OF PACKING AND HANDLING DEFICIENCIES 


Fill out and forward SF 364 (Report of Discrepancy (ROD)) as prescribed in AR 735-11-2/DLAR 
4140.55/NAVMATINST 4355.73/AFR 400-54/МС0 4430.3E. 
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1-2. MAINTENANCE FORMS, RECORDS, AND REPORTS. (СОМТ) 
DISCREPANCY ІМ SHIPMENT REPORT (DISREP) (SF 361) 


Fill out and forward Discrepancy in Shipment Report (DISREP) (SF 361) as prescribed in AR 55-38/ 
NAVSUPINST 4610.33B/AFR 75-18/МСО P4610.19C/DLAR 4500.15. 


1-3. CONSOLDIATED INDEX OF ARMY PUBLICATIONS AND BLANK FORMS. 


Refer to the latest issue os DA Pam 310-1 to determine whether there are new editions, changes or 
additional publications pertaining to the equipment. 


1-4. DESTRUCTION OF ARMY ELECTRONICS MATERIEL. 


Destruction of Army electronics materiel to prevent enemy use shall be in accordance with 
ТМ 750-244-2. 


1-5. ADMINISTRATIVE STORAGE. 


Administrative storage of equipment issued to and used by Army activities will have preventive 
maintenance performed in accordance with the PMCS charts before storing. When removing the 
equipment from administrative storage, the PMCS should be performed to assure operational 
readiness. Disassembly and repacking of equipment for shipment or limited storage are covered in 


Section VIII of [Chapter 4] 
1-6. REPORTING ERRORS AND RECOMMENDING IMPROVEMENTS (EIR). 


If your modular collective protection equipment needs improvement, let us know. Send us an EIR. 
You, the user, are the only one who can tell us what you don’t like about your equipment. Let us 
know why you don’t like the design. Put your comments on an SF 368 (Quality Deficiency Report). 
Mail it to: Commander, U.S. Army Communications-Electronics Command and Fort Monmouth, ATTN: 
DRSEL-ME-MP, Fort Monmouth, New Jersey 07703. In either case, а reply will be furnished direct 

to you. 
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1-7. NOMENCLATURE CROSS REFERENCE LIST 


This list contains common names used throughout this manual in place of official nomenclature. 


Common Name 


M10 protective entrance 


M56 gas particulate filter unit 


M262 installation kit 


cable C5-19-6162-10 


cable C5-19-6170-10 


cable C5-19-6170-40 


cable C5-19-6691 


cable C5-19-6693 


silencer 


Offical Nomenclature 
Entrance, Protective, Pressurized, Collapsible, 
M10 


Filter Unit, Gas Particulate, 200 CFM, 208 V, 
400 Hz, M56 


Installation Kit, M262 


Cable Assembly, Special Purpose Electrical, 
C5-19-6162-10 


Cable Assembly, Special Purpose Electrical, 
C5-19-6170-10 


Cable Assembly, Special Purpose Electrical, 
C5-19-61 70-40 


Cable Assembly, Special Purpose Electrical, 
C5-19-6691 


Cable Assembly, Special Purpose Electrical 
C5-19-6693 


muffler, intake 
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1-8. LIST ОҒ ABBREVIATIONS. 


This list contains abbreviations used in this manual. 


Abbreviation Word or Term 

CCM Compartment Control Module 

EP Electrical/Pneumatic 

GPFU Gas Particulate Filter Unit 

MCPE Modular Collective Protection Equipment 
PE Protective Entrance 

PDU Power Distribution Unit 

SP Special Purpose 


Section Il EQUIPMENT DESCRIPTION 


Subject Para Page 
Purpose of Едиїртепї.................................................. 
Equipment Сһагасїеп5їїсб<..........................................зз.. 1-10 
Equipment Capabilities and Ғеаішев..................................... 1-11 
Location and Description of Major Сотропепів............................. 1-12 
Safety, Care and او۷٠‎ 1111111 1 ынаа 0 [1-13] 


1-9. PURPOSE OF EQUIPMENT. 


Provides filtered air under positive pressure to the M10 protective entrance and to the tacfire 
shelter. 


1-10. EQUIPMENT CHARACTERISTICS. 
The MCPE is designed to operate in a chemical/biological agent contaminated zone. 


The filter unit provides filtered air under positive pressure to the M10 protective entrance and 
to the tacfire shelter. 


Positive pressure prevents dangerous amounts of chemical and biological agents from entering the 
protected area. 


The M10 protective entrance, while under positive pressure, allows personnel to enter or leave 
without loss of positive pressure protection in the tacfire shelter. 
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1-11. EQUIPMENT CAPABILITIES AND FEATURES. 
Control modules are provided for both the M10 protective entrance and the tacfire shelter. 


Major components of the MCPE may be attached or detached from the tacfire shelter without 
affecting the operation of the shelter. 


Modular design of MCPE permits easy access to the major components for servicing and maintenance, 
and quick replacement of malfunctioning components. 


1-5 
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1-12. LOCATION AND DESCRIPTION ОҒ MAJOR COMPONENTS. 
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1-12. LOCATION AND DESCRIPTION ОҒ MAJOR COMPONENTS. (CONT) 


REAR OF SHELTER 


1 PROTECTIVE ENTRANCE. Consists of: Shell assembly, which is in two halves, 
forms the roof and floor. Door assembly, when fully extended, provides for entering 
and leaving the protective entrance. The door frame supports the front of the protective 
entrance. Two support assemblies, when fully extended, form rigid poles between the 
roof and the floor of the shell assembly. The support assemblies are located at the rear 
of the protective entrance. An impermeable fabric assembly is attached to the two 
halves of the shell assembly. When the fabric is fully extended, it forms the walls of the 
protective entrance. 


2 PROTECTIVE ENTRANCE PLATFORM. Temporary platform to support protective 
entrance. 


INSIDE SHELTER 


3 PROTECTIVE ENTRANCE CONTROL MODULE. Mounted in the roof of the shell 
assembly, provides white-or black-out red light, purge timing and low-pressure warning for the 
protective entrance. 


TOP OF SHELTER 


4 AIRFLOW VALVE AND SILENCER ASSEMBLY. Adjusts and silences the flow of fil- 
tered air to the protective entrance. The valve is controlled by the protective entrance 
control module. 


5 AIR DUCT HOSE. Large diameter (6’) impermeable fabric hose, in 3 foot and 6 foot 
sections, connects filter unit, shelter, and protective entrance for filtered and return 
air circulation. 


6 SPECIAL PURPOSE ELECTRICAL CABLES. Six cables route electrical power and 
electrical operating signals between the filter unit, power distribution unit, compartment 
control module, protective entrance, and valve and silencer assembly. (Not all 
cables are shown.) 


FRONT OF SHELTER 


7 COMPARTMENT CONTROL MODULE. Mounts inside the shelter and contains con- 
trols and indicators to operate the collective protection equipment. 


8  GAS-PARTICULATE FILTER UNIT. The filter unit housing contains the main fan, the 
gas filter, and the particulate filter. Inner and outer access covers permit changing the 
filters. The airflow valve, attached to the outside of the filter unit housing, controls 
the airflow between the filter unit, the shelter, and the protective entrance. 


9 POWER DISTRIBUTION UNIT. Mounts on the outside of the shelter below the filter 


unit. It serves as the electrical power distribution center for the collective 
protection equipment. 
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1-13. SAFETY, CARE AND HANDLING. 


Be sure to obey all WARNINGS AND CAUTIONS given in this manual. Serious injury to personnel or 
damage to equipment may result if WARNINGS and CAUTIONS are not followed exactly. 


Section Ill PRINCIPLES OF OPERATION 
Subject Para Page 
Air Filtration and Pressurization бусіет................................... 1-14 
1-14. AIR FILTRATION AND PRESSURIZATION SYSTEM. 


The M56 gas-particulate filter unit removes toxic gases and dust from the air supplied to the M10 
protective entrance and shelter. Outside and return air are drawn through the air inlet of the 

filter unit by the main fan. From the main fan, the air is pushed through the particulate and 

gas filters to the airflow valve. The filtered air passes through the airflow valve and is 

carried by air duct hoses to the protective entrance through the airflow valve and silencer 
assembly and to the shelter through the air conditioner. Pressure sensing components in the 
compartment control module automatically adjust the airflow valve to maintain a positive pressure 
in the shelter. 


The M10 protective entrance provides a pressurized transition area between the shelter and the 
outside contaminated zone. Personnel entering from the outside must wait five minutes within the 
protective entrance before entering the shelter. Contamination is purged by the flow of the 

filtered air. The protective entrance control module automatically adjusts the airflow valve and 
silencer assembly to maintain the proper air pressure inside the protective entrance. 
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СНАРТЕН 2 
OPERATING INSTRUCTIONS 


Subject Section Page 


Description and Use of Operators Controls and Іпсісаіогв.................... | 
Operator Preventive Maintenance Checks and Зегуісев...................... 1 
Operation Under Usual Сопайіопв........................................ Ш 
ОрегайопОпдегОпивиа!Сопайіопв...................................... IV 
OVERVIEW 


This chapter contains description and use of operators controls and indicators, operator 
preventive maintenance checks and services, and operation under usual and unusual conditions for 
the modular protective collection equipment. 


Section I DESCRIPTION AND USE OF OPERATOR'S CONTROLS AND INDICATORS 


For operating instructions of the modular collective protection equipment, refer to 
TM 3-4240-272-14. 


Section ІІ OPERATOR PREVENTIVE MAINTENANCE CHECKS AND SERVICES 
There аге по operator PMCS procedures for this equipment. Routine checks like equipment 


inventory, cleaning, checking for frayed or broken cables, replacing items not in use, and 
checking for loose hardware, such as nuts, bolts, and screws should be done daily. 
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Section 11 OPERATION UNDER USUAL CONDITIONS 


Subject Para Page 
Operating Ргосесішев.................................................. 2-1 


2-1. OPERATING PROCEDURES 


This section contains instructions for operating the modular collective protection equipment 
under usual conditions. 


Before operating the filter unit, erect the protective entrance and connect air 
hoses and the airflow valve and silencer if they have been removed (para 4-8). Close all 
doors and vents that would prevent pressurization of the shelter or compartment. 


NOTE 


Leave air conditioner and door vent open. 


AGTION 
LOCATION ITEM REMARKS 
STARTING PROCEDURE 
WARNING 


The filter unit will not protect against carbon monoxide 
exhaust of an internal combustion engine. 


1. CCM Power switch (1) Pull out and move up. 
WARNING 
Warning horn and MASK indicator light will go on for thirty 
seconds or less. If horn sounds and MASK light flashes for 


more than thirty seconds, put on individual protective 
mask. 


NOTE 


Pushing HORN OFF button will stop the horn from sounding 


and cause MASK light to stay on, indicating that the warning 
has been recognized. 


2. Circuit Set. 
breakers (2) 


CAUTION 


Do not horn any circuit breaker in its set position or damage 
from overheating may occur. 
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2-1. OPERATING PROCEDURES. (СОМТ) 


AGTION 
LOCATION ITEM REMARKS 
STARTING PROCEDURE (CONT) 
NOTE 


If you cannot set circuit breakers, tell your supervisor. 


Check if CHANGE FILTER indicator light is off. If not, 
replace filters, sed paragraphs 4-45 and 4-46. 


STOPPING PROCEDURE 
1. CCM Power switch (1) Pull out and move down. 


NOTE 


To strike (collapse) protective entrance, see 


paragraph 4-61 


SERVICE 
CIRCUIT BREAKERS 


MAIN COMPARTMENT 
FAN PRESSURE 


WARNING 
COMPARTMENT 


ENTRANCE 
INDICATORS PRESSURE 


INDICATORS 


DUST FAN CHANGE 
DEFECT FILTER 


EL8KE003 
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Section IV OPERATION UNDER UNUSUAL CONDITIONS 


There are no operating procedures under unusual conditions for this equipment. 
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СНАРТЕН 3 
OPERATOR MAINTENANCE 
Subject Section Page 
Lubrication: 1п5їгисбїїїп$.................................... sok sine sed id | 
Troubleshooting Ргосейшев............................................. || 
Maintenance Ргосейиге$............................................... LL 


OVERVIEW 


This chapter contains Lubrication, troubleshooting, and maintenance instructions for the modular 
collective protection equipment. 


Section I LUBRICATION INSTRUCTIONS 


There аге no lubrication instructions for this equipment. 
Section ІІ TROUBLESHOOTING PROCEDURES 
For troubleshooting procedures refer to TM 3-4240-284-20&P 
Section ІІІ MAINTENANCE PROCEDURES 


For maintenance procedures refer to TM 3-4240-284-208P. 


3-1/(3-2 blank) 
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СНАРТЕН 4 
ORGANIZATIONAL MAINTENANCE 


Subject Section Page 
Repair Parts, Special Tools, TMDE and Support Едаиіртепї. .................. | 
Service Upon Receipt. 2542255 5Г5 - 000 [ 
Assembly and Installation of Modular Collective Protection Equipment......... Ш [4-5] 
Organizational Preventive Maintenance Checks and Ѕегуісеѕ . ................ IV 4-72 
Organizational Troubleshooting «xax cea Xr RE RR ARR CR RR 00 000077 V [4-79] 
Maintenance Ргосейиге$............................................... VI 
Removal of Modular Collective Protection Едшіртепі........................ VII 4-81 
Preparation for Storage and Өһіртепі..................................... VIII 4-152 
OVERVIEW 


This chapter contains instructions for the assembly, installation and removal of the modular 
collective protection equipment. 


Section І REPAIR PARTS, SPECIAL TOOLS, TMDE, AND SUPPORT EQUIPMENT 


Subject Para Page 
CommonTools and Едшіртепі........................................... 4-1 
Special Tools, TMDE, and Support Едиіртепі.............................. 4-2 [4-1] 


4-1. Common Tools and Equipment. 

The common tools and equipment needed for the installation of the modular collective protection 
equipment will be listed in the Maintenance Allocation Chart found in| Appendix В) and at the 
beginning of each installation procedure. 

4-2. SPECIAL TOOLS, TMDE, AND SUPPORT EQUIPMENT. 


There are no special tools or equipment required to maintain this equipment. 


Section ІІ SERVICE UPON RECEIPT 


Subject Para Page 
Unpacking Modular Collective Protection Equipment . . ...................... 4-3 
Checking Unpacked Майегігі............................................ 4-4 
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4-3. UNPACKING MODULAR COLLECTIVE PROTECTION EQUIPMENT. 


This task covers: 


Unpacking 


INITIAL SETUP 
Tools 
Pliers 
Claw hammer 
Shears 
Pocket knife 


Materials/Parts 


None 


LOCATION 


1. Wooden crate 
2. Top cover 
3. Wooden crate 
4. Side cover 


5. Wooden crate 


6. Platform (6) 


4-2 


ITEM 


Personnel Required 
Two mechanics 
Equipment Condition 


PE platform crated and 
shelter at installation site. 


AGTION 
REMARKS 


NOTE 


Do not mix parts from different kits. All parts except PE 
piatform are stored for shipment inside shelter. See steps 1 
thru 6 for uncrating PE platform. 


WARNING 


Stand to the side of each packing band when cutting 


Packing bands(1) 
Nails (2) 

Top cover (3) 
Nails (4) 


Side cover (5) 


Using shears, cut. 

Using claw hammer, remove. 
Remove. 

Using claw hammer, remove. 


Remove. 


Remove. 


ТМ 11-7440-294-14 


4-4. CHECKING UNPACKED MATERIEL. 


When the MCPE is received, the unpacker must check equipment for damage resulting from shipment, 
proper amount of items or parts shipped, and if the right units were sent in the kit. 


If damage to a unit or a part of the kit, other than minor scratches or dents are found, refer to 
Maintenance Forms, Records and Reports. Check the parts list with the parts 
received and if there is а difference in the amount received, report on forms shown іп ТМ 38-750. 
If the part numbers аге not the same, check the current Modification Work Order (MWO) 

DA Pam 310-1 for а change in parts listing. 
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Section ІІ ASSEMBLY AND INSTALLATION ОҒ MODULAR COLLECTIVE 
PROTECTION EQUIPMENT 


Subject Para Page 

Installing PE Platform ........................ des 811117 4-5 
Installing PE Interface Bracket Авветііу.................................. 4-6 [4-12] 
PE ЕгесїїпдРгосейиге.................................................. [4-7] 
Installing PE Airflow Valve and Silencer Авветііу........................... 
Installing PE Interface to Interface Вгаске................................. 4-9 
Elecirical/Pneumaltic Feed-Thru Вох...................................... 4-10 [4-24] 
Installing Feed-ThruConnector М53119Е20-16Р5........................... 4-11 
Installing Feed-Thru Adapter and Сомег.................................... 4-12 [4-26] 
Installing Feed-Thru Connector ТВЕ165-8Р5............................... 4-13 
Installing Compartment Control Мовше................................... 4-14 4-30 
Installing Power Distribution Опї........................................ 4-15 
Installing Cable C5-19-6691 to E/P Feed-Thru Box and РОЕ.................... 4-16 
Installing Cable C5-19-6693 to E/P Feed-Thru апа РОО ....................... 4-17 
Installing СРЕО Cradle ВгасКкеР.......................................... 4-18 4-42 
Gas Particulate Filter Ыпї.............................................. 4-19 4-44 
Installing ЕапЛп!еїТее................................................. 4-20 
Installing Fan and inlet Tee Assembly to GPFU Housing................ 
Installing Gas Particulate Filter Опй...................................... 4-22 4-48 
Installing) Gas FET ТТР ТТТ rcc mmm 4-23 
Installing Particulate ЕШег.............................................. 4-24 
Installing PneumaticTubing and Pan Cable to GPFU and PDU................. 4-25 
Installing Cable C5-19-6170-10 to GPFU and РПЕ............................ [4-26] 4-58 
Installing Air Conditioner Inlet Transition Писі............................ 
Installing Air Duct Hose from PE Airflow Valve and Silencer Assemblyto 

GPFU Airflow Valve Ошйеі............................................. 4-28 
Installing Air Duct Hose from PE Outlet to СРЕО Inlet Тев.................... 4-29 
Installing Air Duct Hose from СРЕО AirflowValve to Air Conditioner Inlet.. . . . . . 4-30 
Installing Cable C5-19-6170-40 to PE and PE Airflow Valve and Silencer 

о مم‎ T———————rr— 4-31 
Installing Cable С5-19-6162-10 їо РЕ апа РОО .............................. 4-32 4-70 
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4-5. INSTALLING РЕ PLATFORM. 


This task covers: 


Installation 


INITIAL SETUP 
Tools 
3/16 inch hex wrench 
Materials/Parts 
Platform assembly 


Support tube (4 required) 
Quick release pin (6 required) 


Personnel Required 
Four mechanics 

Equipment Condition 
Vehicle at installation site. 
Modifications to shelter per 


drawing number DL-SC-B-913352 
performed at depot. 


ACTION 
LOCATION ITEM REMARKS 
NOTE 
Support tubes are marked for upper and lower sections. 
Curbside support tube assembly is longer than roadside 
support tube assembly when extended. 
1. Roadside tube Pin (1) Remove. 
assembly 


2. Rear of shelter 


Roadside tube 


assembly (2) 


3. Roadside tube Pin (1) 


Expand to extended position. 


install. 


assembly There are two tube assemblies. Steps 
1 thru 3 are typical for both tube 
assemblies. 

4. Rear of shelter Curbside tube 


assembly (3) 


Do steps 1 thru 3 again. 
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4-5. INSTALLING РЕ PLATFORM. (СОМТ) 
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4-5. INSTALLING PE PLATFORM. (СОМТ) 


AGTION 
LOCATION ITEM REMARKS 
5. Roadside upper Upper tube Install. 
arm bracket assembly (1) and 
pin (2) 
6. Curbside upper Upper tube Install. 
arm bracket assembly (3) 
and pin (4) 
NOTE 


Three men will be needed to lift PE platform into place while 
fourth man installs pins. 


7. Lower bracket PE platform (5) Put in place. 
supports Aline holes. 
8. Pin (6) Install. 
9. Рїп (7) Install. 
10. Roadside plat- Roadside lower Install. 
form bracket tube (8) and 
pin (9) 
11. Curbside plat- Curbside lower Install. 
form bracket tube (10) and 
pin (11) 
NOTE 


The floor grate welded assembly is installed only when 
protective entrance is not being used. 
12. PE platform Floor grate welded 
assembly (12) 


Place in recess of PE platform. 
Utility chain pipe flange (13) faces 
curbside. 


NOTE 
Utility chain pipe flanges are part of the PE platform. When 


protective entrance is used only five utility chain pipe 
flanges are used. 
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4-5. INSTALLING PE PLATFORM. (CONT) 
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4-5. INSTALLING РЕ PLATFORM. (СОМТ) 


LOCATION ITEM 


13. Floor grate Pipe (1) 
welded assembly 


14. PE platform Pipe (2) 
15. Рірев (3) 
16. Utility chain (4) 
17. Utility chains (5) 
18. Utility chain Screw (6) 

pipe flange 
19. 


4-10 


АСТІОМ 
REMARKS 


Install. 
Install only if protective entrance 
is not being used. 


Install. 
There are five pipes installed on the 
PE platforrn. Step 13 is typical for all 
five pipes. 


Do step 13 again. 

Install. 
There are four chains. Step 15 is 
typical for all four chains. 

Do step 15 again. 

Using 3/16 inch hex wrench, tighten. 
There are twelve screws. Step 17 
is typical for all twelve screws. 


Do step 17 for remaining eleven screws. 
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4-5. INSTALLING PE PLATFORM. (СОМТ) 


(TYPICAL 6 PLACES) 


EL8KE007 
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4-6. INSTALLING PE INTERFACE BRACKET ASSEMBLY. 


This task covers: 


Installation 


INITIAL SETUP 


Tools 
Personnel Required 
Cross tip screwdriver | 
One mechanic 
Materials/Parts 


Equipment Condition 
PE interface installation 


assembly Vehicle non-mobile. 
AGTION 
LOCATION ITEM REMARKS 
NOTE 


Not all shelters have screws installed. If so, disregard 
this task. 


1. Rear of shelter Screw (1) Using cross tip screwdriver, remove. 
Throw away. There are twenty-two 
screws. Step 1 is typical for all 
twenty-two screws. 


2. Do step 1 for all twenty-two screws. 
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4-6. INSTALLING РЕ INTERFACE BRACKET ASSEMBLY. (СОМТ) 


> 
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4-6. INSTALLING РЕ INTERFACE BRACKET ASSEMBLY. (CONT) 


10. 


12. 
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LOCATION 


. Rear of shelter 


. Extrusion 


Rear of shelter 


. Extrusion 


Rear of shelter 


ITEM 


ACTION 
REMARKS 


NOTE 


Apply a bead of sealant in groove of extrusions before 


mounting. 


Extrusion (1) 


Screw (2) 


Screw holes (3) 


Extrusion (4) 


Extrusion (5) 


Screw (6) 


Screw holes (7) 


Extrusion (8) 


Screw (2) 


Mount. 
Aline holes. 


Install, hand tighten. 
There are seven screws. Step 4 
is typical for all seven screws. 
Do step 4 again. 
Do steps 3 thru 5 again. 


Mount. 
Aline holes. 


Install, hand tighten. 
There are four screws. Step 8 is 
typical for all four screws. 

Do step 8 again. 


Do steps 7 thru 9 again. 


Using cross tip screwdriver, tighten. 


There are twenty-two screws. Step 11 
is typical for all twenty-two screws. 


Do step 11 for all twenty-two screws. 
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4-6. INSTALLING PE INTERFACE BRACKET ASSEMBLY. (CONT) 


EL8KE009 


4-15 


ТМ 11-7440-294-14 


4-7. РЕ ERECTING PROCEDURE. 


This task covers: 


Erection 


INITIAL SETUP 
Tools 
Flat tip screwdriver 
Materials/Parts 


Protective entrance - M10 
air duct hose (72 inch) 


LOCATION 
1. PE inlet 
2. 
3. Top shell 
4. 
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Personnel Required 
Two mechanics 
Equipment Condition 
Protective entrance at installation 


site and air duct hose removed 
from holder. Have stored for 


future use. 
АСТІОМ 
ІТЕМ REMARKS 

Hose clamp (1) Using screwdriver, remove. 
and air duct Leave air duct cover attached to PE. 
cover (2) 
Air duct hose (3) Using screwdriver, install. 
and hose clamp (4) 
Latch (5) Unfasten. 


There are twelve latches. Step 3 
is typical for all twelve latches. 


Latches (6) Do step 3 again. 


INDICATING ARROW 
POINTS TO PE 


EL8KE010 
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4-7. РЕ ERECTING PROCEDURE. (CONT) 


LOCATION 


5. РЕ 


6. Front of РЕ 


7. Door frame 


AGTION 
ITEM REMARKS 


NOTE 


Two persons will be needed to open PE. 


Top shell (1) Raise until fabric walls are tight. 
Latch (2) and Unlatch and open door. 
door (3) 

NOTE 


Top shell must be held up until rear supports are in place. 


Door must be held open while installing detent pins. 


Roadside detent From outside of PE, install. 

pin (4) 

Curbside detent From inside of PE, install. 

pin (5) Detent pins are installed correctly 


if they stick out of frame rails. 


EL8KE011 
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4-7. РЕ ERECTING PROCEDURE. (СОМТ) 


9. 


10. 


11. 


12. 


13. 


14. 


16. 


17. 


18. 
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LOCATION 


Inside PE 


ITEM 


AGTION 
REMARKS 


NOTE 


Unfasten two straps to release rear supports for 
installation. Top end of rear supports must mate with 
ceiling supports. Rear supports must be held straight. 


Upper roadside 
Tube (1) 


Upper curbside 
Tube (2) 


Roadside upper 
tube (3) and road- 
side lower 

tube (4) 


Detent pin (5) 


Curbside upper 
tube (6) and curb- 
side lower 

tube (7) 


Detent pin (8) 


Roadside brace 
(9) and lower 
bracket (10) 


Roadside detent 
pin (11) 


Curbside brace 
(12) and lower 
bracket (13) 


Curbside detent 
pin (14) 


Install. 


Install. 
Tube must be pushed up completely 


Straighten and aline holes. 


Install. 


Straighten and aline holes. 


Install. 


Insert and aline holes. 


Install 


Insert and aline holes. 


Install. 
Detent pins must be pushed in 
completely. 


NOTE 


Additional instructions for erecting PE can be found on 
inside right-hand wall of PE. 
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4-8. INSTALLING PE AIRFLOW VALVE AND SILENCER ASSEMBLY. 


This 


task covers: 


Installation 


INITIAL SETUP 


Tools 


3/8 inch socket 
ratchet wrench 

6 inch extension 

1/4 inch box wrench 
11/32 inch box wrench 


Materials/Parts 


1. 


4-20 


PE airflow valve and 
silencer assembly 


LOCATION 


Airflow valve 
mounting plate 


. Shelter roof 


ITEM 


Screw (1) and 
nut (2) 


Screw (3), nut (4) 
and strap (5) 


Silencer (6) and 
strap (5) 


Screw (1) and 
nut (2) 


Screw (3) and 
nut (4) 


Screw (7), lock- 
washer (8) and 
flat washer (9) 


Personnel Required 
One mechanic 
Equipment Condition 


Rivnuts and hardware 
installed at depot. 


ACTION 
REMARKS 


Using 1/4 inch and 11/32 inch box wrenches, 
remove. 


Using 1/4 inch and 11/32 inch box wrenches, 
remove. 


Put in place. 
Use airflow valve port marked ‘TO 
SHELTER’. 


Using 1/4 inch and 11/32 inch box wrenches, 
install. 


Using 1/4 inch and 11/32 inch box wrenches, 
install. 


Using 7/16 inch socket, ratchet wrench, 
and extension, remove. 


There are four screws. Step 6 is 
typical for all four screws. 


Do step 6 for remaining three screws. 
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4-8. INSTALLING РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY. (CONT) 


ACTION 

LOCATION ITEM REMARKS 

8. Shelter roof Assembly (10) Put in place. 
Aline holes. 
9. Airflow valve Screw (7), lock- Install, hand tighten. 
mounting plate washer (8) and There are four screws. Step 9 is 
flat washer (9) typical for all four screws. 

10. Do step 9 for remaining three screws. 
11. Screw (7) Using 7/16 inch socket, extension, and 


ratchet wrench, tighten, carefully. 


There are four screws. Step 11 is 
typical for all four screws. 


12. Do step 11 for remaining three screws. 


ROTATED 90° EL8KEO013 


4-21 


ТМ 11-7440-294-14 


4-9. INSTALLING РЕ INTERFACE ТО INTERFACE BRACKET. 


This task covers: 


Installation 


INITIAL SETUP 
Tools 
Cross tip screwdriver 
Materials/Parts 


None 


LOCATION 


1. Front of PE 


3. Bracket channel 
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Personnel Required 
Five 
Equipment Condition 


PE assembled and grate removed. 


ACTION 
ITEM REMARKS 


NOTE 


Five persons will be needed to lift and position protective 
entrance on PE platform assembly. 


Interface (1) Aline interface with bracket channel. 
and bracket 
channel (2) 

NOTE 


Loosen all clamping screws before installing interface in 
bracket channel. 


Interface (1) Insert interface into bracket channel. 

and bracket Push edges into bracket channel to 

channel (2) depth shown by arrow heads on 
fabric. 

Clamping screw (3) Using cross tip screwdriver, tighten. 


There are twelve clamping screws. 
Step 3 Is typical for all twelve 
clamping screws. 


Clamping Do step 3 again. 
screws (4) 
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4-9. INSTALLING PE INTERFACE ТО INTERFACE BRACKET. (CONT) 


(TYPICAL 12 PLACES) 
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4-10. ELECTRICAL/PNEUMATIC FEED-THRU BOX. 

Assembly instructions for the E/P feed-thru box are given in this section. 
Installing feed-thru connector MS3119E20-16PS 
Installing feed-thru adapter and cover 


Installing feed-thru connector ТВЕ1655Р5 


4-11. INSTALLING FEED-THRU CONNECTOR MS3119E20-16PS. 


This task covers: 


Installation 
INITIAL SETUP 
1905 Materials/pads (Cont) 
ص۵"‎ но. ба washer (4 required) 


Materials/parts (4 required) 
Personnel Required 
Feed-thru Connector qui 


MS3119E20-16PS Two 
Protective cover 
Electric connector flange Equipment Condition 
mount gasket 
4-40 x 1/2 inch long pan head E/P feed-thru plate 
screw (4 required) installed at depot. 
АСТІОМ 
LOCATION ITEM REMARKS 
1. E/P feed-thru Gasket (1), Install. 
plate feed-thru con- Aline holes. Connector pins face 
nector (2) and outside of shelter. Widest key 
protective slot faces bottom. 
cover (3) 
2. Screw (4), flat Install, hand tighten. 
washer (5), nut There are four screws. Step 2 is 
(6) and chain (7) typical for all four screws. 
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4-11. INSTALLING FEED-THRU СОММЕСТОН MS3119E20-16PS. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 
3. Е/Р feed-thru Screw holes (8) Do step 2 again. 
plate 
4. Screw (4) and Using screwdriver and 1/4 inch box wrench, 
nut (6) tighten. 

There are four screws. Step 4 is 
typical for all four screws. 

5. Do step 4 for remaining three screws. 


EL8KE015 
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4-12. INSTALLING FEED-THRU ADAPTER AND COVER. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Materials/Parts (Cont) 
5/8 inch open end wrench No. 6 flat washer (3 required) 
9/16 inch open end wrench 6-32 self-locking nut 
5/16 inch box wrench (3 required) 


Cross tip screwdriver 
Personnel Required 


Materials/Parts 
Two mechanics 
Adapter 
Cover Equipment Condition 
7/16 inch brass nut 
6-32 x 1/2 inch long pan E/P feed-thru plate 
head screw (3 required) installed at depot. 
ACTION 
LOCATION ITEM REMARKS 
NOTE 
Modify cover as shown in illustration before 
installing. If previously modified, disregard 
this procedure. 
1. E/P feed-thru Adapter (1) and Using 9/16 inch and 5/8 inch open end 
plate brass nut (2) wrenches, install. 
Install adapter from inside shelter. 
Smaller diameter of two ends faces out. 
2. Cover (3) Put in place. 
Aline holes. 
3. Screw (4), flat Install, hand tighten. 
washer (5) and There are three screws. Step 3 is 
nut (6) typical for all three screws. 
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4-12. INSTALLING FEED-THRU ADAPTER AND COVER. (СОМТ) 


LOCATION ITEM 
4. E/P feed-thru Screw holes (7) 
plate 
5. Screw (4) and 
nut (6) 


АСТІОМ 
REMARKS 


Do step 3 again. 


Using cross tip screwdriver and 5/16 inch 
box wrench, tighten. 

There are three screws. Step 5 

is typical for all hree screws. 


Do step 5 for remaining screws. 


ELBKEO16 
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4-13. INSTALLING FEED-THRU СОММЕСТОН TBF16S-8PS. 


This 


task covers: 


Installation 


INITIAL SETUP 


Tools 


Flat tip screwdriver 
1/4 inch box wrench 


Materials/parts 


1. 
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Feed-thru connector 
TBF16S-8PS 

4-40 x 1/2 inch long pan 
head screw (4 required) 

No. 4 flat washer (4 required) 

4-40 self-locking nut 


(4 required) 
LOCATION ITEM 
Е/Р feed-thru Feed-thru 
plate connector (1) 


Screw (2), flat 
washer (3) and 
nut (4) 


Screw holes (5) 


Screw (2) and 
nut (4) 


Personnel Required 


Two mechanics 
Equipment Condition 


E/P feed-thru plate 
installed at depot. 


ACTION 
REMARKS 


Put in place. 
Aline holes. Connector pins face 
inside of shelter. 


Install, hand tighten. 
There are four screws. Step 2 is 
typical for all four screws. 


Do step 2 again. 
Using screwdriver and 1/4 inch box wrench, 
tighten. 
There are four screws. Step 4 is 
typical for all four screws. 


Do step 4 for remaining three screws. 
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4-13. INSTALLING FEED-THRU СОММЕСТОН TBF16S-8PS. (CONT) 


АСТІОМ 
LOCATION ITEM REMARKS 
WARNING 
Make sure all power is off. 


6. E/P feed-thru Cable end (6) Connect. 
plate 


NOTE 


Cable has been routed and connected to power entry 
panel by depot. 


ELSKEO17 


4-29 


ТМ 11-7440-294-14 


4-14. INSTALLING COMPARTMENT CONTROL MODULE (CCM). 


This task covers: 


Installation 


INITIAL SETUP 
Tools 


Flat tip screwdriver 
5/8 inch box wrench 


Materials/Parts 


Cable assembly, SP, 
electrical C5-19-6693 
Hose, low pressure (22 inches long) 
Coupling, swivel, female 
Compartment control module 
10-32 x 3/4 inch long pan head 
screw (4 required) 
No. 10 lockwasher (4 required) 


LOCATION ITEM 


Personnel Required 
One mechanic 
Equipment Condition 
Left and right CCM supports 


installed at depot. E/P feed- 
thru box installed. 


АСТІОМ 
REMARKS 


WARNING 


Make sure all power is off. 


1. Interior side Cable end P3 (1) 


of E/P feed-thru 
box at J3 


2. Low pressure Hose (2) 
hose 


3. Adapter on E/P Coupling (3) 


feed-thru box, 
interior 
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Connect. 


Connect. 


Using 5/8 inch box wrench, tighten. 
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4-14. INSTALLING COMPARTMENT CONTROL MODULE. (CONT) 


M 


БЫН; 


ROTATED 180° 


EL8KEO18 
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. INSTALLING COMPARTMENT CONTROL MODULE. (CONT) 


ACTION 
LOCATION ITEM REMARKS 
2. Screw (1) Using screwdriver, remove. 
There are eight screws. Step 4 is 
typical for all eight screws. 
Do step 4 for remainings seven screws. 
oo Front panel (2) Remove. 
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4-14. INSTALLING COMPARTMENT CONTROL MODULE (CCM). (СОМТ) 


АСТІОМ 
(ОСАТІОМ ІТЕМ REMARKS 


NOTE 


Note cable harness routing on back of panel. If cable 
harness is routed as shown in wrong method of illustration, 
unbolt and rotate cable harness to location as shown in right 
method. Reattach cable harness to bracket. 


7. CCM Front panel (1) Put front panel in place. 
and power Aline holes. Place front panel so 
switch (2) that power switch is in upper 


curbside comer (on side opposite J1). 


8. Front panel Screw (3) Using screwdriver, install. 
There are eight screws. Step 8 
is typical for all eight screws. 


9. Screw holes (4) Do step 8 again. 


RIGHT METHOD ELBKE086 
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4-14. INSTALLING COMPARTMENT CONTROL MODULE (CCM). (СОМТ) 


10. 


14. 
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LOCATION 


CCM supports 


CCM 


ITEM 


CCM (1) 


Screw (2) and 
lockwasher (3) 


Screw holes (4) 


Screw (2) 


ACTION 
REMARKS 


Put in place. 
Aline holes. Place CCM so that 
J1 terminal faces roadside. 


Install, hand tighten. 
There are four screws. Step 11 is 
typical for all four screws. 


Do step 11 again. 
Using screwdriver, tighten. 


There are four screws. Step 13 
is typical for all four screws. 


Do step 13 for remaining three screws. 
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4-14. INSTALLING COMPARTMENT CONTROL MODULE (CCM). (СОМТ) 


ACTION 
LOCATION ITEM REMARKS 
15. CCM at J1 Cable and P1 (5) Connect. 
16. CCM pneumatic Low pressure Connect. 


fitting hose end (6) 
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4-15. INSTALLING POWER DISTRIBUTION UNIT. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
7/16 inch box wrench One mechanic 
Materials/Parts Equipment Condition 
Power distribution unit (PDU) Mounting plate assembly 
and hardware installed at 
depot. 
ACTION 
LOCATION ITEM REMARKS 

1. Mounting plate Nut (1), lock- Using 7/16 inch box wrench, remove. 

assembly washer (2) and There are four nuts. Step 1 is 

flat washer (3) typical for all four nuts. 
2. Do step 1 for remaining three screws. 
NOTE 
Install PDU with test points, circuit breakers, and 
indicator cover to roadside of shelter. 

3. PDU (4) Put in place. 
4. Lower roadside Flat washer (3), Using 7/16 inch box wrench, install. 

stud lockwasher (2) There are four studs. Step 4 is 

and nut (1) typical for all four studs. 

5. Mounting plate Studs (5) Do step 4 again. 

assembly 
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4-15. INSTALLING POWER DISTRIBUTION UNIT. (CONT) 


Е( 8КЕ022 
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4-16. INSTALLING CABLE С5-19-6691 TO E/P FEED-THRU BOX AND PDU. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
None One mechanic 
Materials/Parts Equipment Condition 
Cable assembly, SP, PDU installed and HP 
electrical C5-19-6691 feed-thru box installed. 
ACTION 
LOCATION ITEM REMARKS 
WARNING 
Make sure all power is off. 
1. PDU at J7 Cable end (1) Connect. 
NOTE 
Route cable between air conditioner brackets and 
shelter front wall. 
2. PDU and E/P Cable (2) Route. 
feed-thru box 
3. E/P feed-thru Cable end (3) Connect. 
box at J9 
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4-16. INSTALLING CABLE С5-19-6691 ТО E/P FEED-THRU BOX AND PDU. (CONT) 


EL8KE023 
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4-17. INSTALLING CABLE C5-19-6693 ТО E/P FEED-THRU BOX AND PDU. 


This task covers: 


Installation 
INITIAL SETUP 

Tools Personnel Required 

None One mechanic 
Materials/Parts Equipment Condition 

Cable assembly, SP, PDU installed and E/P 

electrical C5-19-6693 feed-thru box 

installed. 
ACTION 
LOCATION ITEM REMARKS 
WARNING 
Make sure all power is off. 
NOTE 
Route cable between air conditioner brackets and 
shelter front wall. 

1. PDU at J3 Cable end (1) Connect. 
2. PDU and E/P Cable (2) Route. 

feed-thru box 
3. E/P feed-thru Cable end (3) Connect. 

box at J1 
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4-17. INSTALLING CABLE С5-19-6693 ТО E/P FEED-THRU BOX AND PDU. (CONT) 


EL8KE024 
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4-18. INSTALLING GPFU CRADLE BRACKET. 


This task covers: 


Installation 
INITIAL SETUP 

Tools 
1/2 inch box wrench Personnel Required 

Materials/Parts Two mechanics 
Cradle bracket Equipment Condition 
5/16-18 x 1 1/4 inch long hex 

head screw (19 required) Rivnuts installed at 

5/16 inch flat washer (19 required) depot. 


5/16 inch lockwasher (19 required) 


ACTION 
LOCATION ITEM REMARKS 


NOTE 


Two persons will be needed to lift 
and position cradle bracket. 


1. Upper front curb- Cradle bracket (1) Put in place. 
side corner of Aline holes. 
shelter 
2. Screw (2), lock- Install, hand tighten. 
washer (3) and There are nineteen screws. Step 2 is 
flat washer (4) typical for all nineteen screws. 
3. Screw holes (5) Do step 2 again. 
4. Screw (2) Using 1/2 inch box wrench, tighten. 


There are nineteen screws. Step 4 is 
typical for all nineteen screws. 


5. Do step 4 for remaining eighteen screws. 
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4-18. INSTALLING GPFU CRADLE BRACKET. (CONT) 


6)5 
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4-19. GAS PARTICULATE FILTER UNIT (GPFU) 


Assembly instructions for the GPFU are given in this section. 


Installing fan to inlet tee 


Installing fan and inlet tee assembly to GPFU housing 


installing gas filter 
Installing particulate filter 


4-20. INSTALLING FAN TO INLET TEE 


This task covers: 


Installation 


INITIAL SETUP 
Tools 
7/16 inch box wrench 
Materials/Parts 
200 cfm, fan 
Inlet tee 
1/4-28 x 1 inch long hex head 


screw (6 required) 
1/4-inch flat washer (6 required) 


LOCATION ITEM 
1. Inlet tee Fan (1) and 
alining pins (2) 
2. Fan Screw (3) and 


flat washer (4) 


3. Screw holes (5) 
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Personnel Required 
One mechanic 
Equipment Condition 


Fan and inlet tee 
on bench. 


ACTION 
REMARKS 


Aline and push in place. 


Using 7/16-inch box wrench, install. 
There are six screws. Step 2 
is typical for all six screws. 


Do step 2 again. 


4-20. INSTALLING ҒАМ ТО INLET ТЕЕ. (CONT) 


TM 11-7440-294-14 


EL8KE026 
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4-21. INSTALLING FAN AND INLET TEE ASSEMBLY ТО GPFU HOUSING. 


This task covers: 


Installation 


INITIAL SETUP 
Tools 
1/2 inch box wrench 
Materials/Parts 
GPFU housing 
Fan and inlet tee assembly 
5/16-24 x 1 inch long hex 


head screw (8 required) 
5/16 flat washer (8 required) 


Grommet 
LOCATION ITEM 
1. Fan cable Grommet (1) 
2. GPFU housing Guide hole (2) 
and fan and and guide pin (3) 


inlet tee assembly 
3. GPFU housing Grommet (1) and 
housing slot (4) 
4. Screw (5) and 


flat washer (6) 


5: Screw holes (7) 
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Personnel Required 
One mechanic 
Equipment Condition 


Fan and inlet tee 
assembled. 


ACTION 
REMARKS 


Install. 


Aline and push in place. 
Slide grommet up cable to sit in 
slot in housing with slit in grommet 
away from housing. 


Install. 
Using 1/2 inch box wrench, install. 
There are eight screws. Step 4 is 


typical for all eight screws. 


Do step 4 again. 
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4-21. INSTALLING FAN AND INLET TEE ASSEMBLY ТО GPFU HOUSING. (CONT) 


Е(.8КЕ027 
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4-22. INSTALLING GAS PARTICULATE FILTER UNIT (GPFU). 


This task covers: 


Installation 


INITIAL SETUP 

Tools 
9/16 inch box wrench 

Materials/Parts 
Gas particulate filter unit 
3/8-24 x 1 inch long hex 

head screw (6 required) 

3/8 inch flat washer 


(6) required 
3/8 inch lockwasher (6 required) 


LOCATION ITEM 


Personnel Required 
Three mechanics 
Equipment Condition 


GPFU cradle bracket 
installed on shelter. 


ACTION 
REMARKS 


NOTE 


Three persons will be needed to lift and position GPFU. 


1. GPFU cradle GPFU (1) 
bracket 
2. GPFU Screw (2), lock- 


washer (3) and 
flat washer (4) 


3. Screw holes (5) 
4. Screw (2) 
5. 
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Риї їп ріасе. 
Aline holes. Air duct сар оп 
inlet tee faces upward. 


Install, hand tighten. 
There are six screws. Step 2 
is typical for ail six screws. 

Do step 2 again. 

Using 9/16 inch box wrench, tighten. 
There are six screws. Step 4 is 
typical for all six screws. 


Do step 4 for remaining five screws. 
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4-22. INSTALLING GAS PARTICULATE FILTER UNIT (GPFU). (СОМТ) 


“ 
AC 


SS 


ROTATED 90° 


ТМ 11-7440-294-14 


4-23. INSTALLING GAS FILTER. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
80 to 200 inch/pound torque One mechanic 
wrench 
9/16 inch box wrench Equipment Condition 
Materials/Parts Filter unpacked. 
Gas filter 
АСТІОМ 
LOCATION ITEM REMARKS 
1. GPFU housing Screw (1), lock- Using 9/16 inch box wrench, remove. 
washer (2) and There are six screws. Step 1 is 
flat washer (3) typical for all six screws. 
2; Do step 1 for remaining five screws. 
3. Outer cover (4) Remove. 


EL8KE029 
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4-23. INSTALLING GAS FILTER. (CONT) 


LOCATION ITEM 
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АСТІОМ 
REMARKS 


WARNING 


Filter seal must be properly seated to prevent 
bypass of contaminated air. 


4. GPFU housing Filter (1) 


5; Cover seal (2) 


6. GPFU housing 
and cover 


Guide hole (3) and 
guide pin (4) 

7. GPFU housing Screw (5), lock- 
washer (6) and 
flat washer (7) 


8. Screw holes (8) 


Install. 
Filter can be installed with either 
end first. 


Install. 
Make sure cover seal is in groove 
before replacing cover. 

Aline and push in place. 

Install, hand tighten. 
There are six screws. Step 7 is 


typical for all six screws. 


Do step 7 again. 


8 
N 
7 
6 
Ch 
т ELBKEO30 


4-51 


ТМ 11-7440-294-14 


4-23. INSTALLING GAS FILTER. (CONT) 


АСТІОМ 
LOCATION ITEM REMARKS 


CAUTION 


Be sure to observe torque values for torque wrench being 
used. 


NOTE 


To prevent binding of outer cover against housing rim, 
screws must be tightened in а criss-crossed manner. 


9. GPFU housing Screws (1) Using torque wrench, tighten screws 100-125 


inch pounds. 
Tighten in order shown in 
illustration. 


10. Screws (1) Using torque wrench, tighten screws 180-200 
inch pounds. 
Tighten in order shown in 
illustration. 
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4-23. INSTALLING GAS FILTER. (СОМТ) 


ORDER OF TIGHTENING 
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4-24. INSTALLING PARTICULATE FILTER. 


This task covers: 


Installation 


INITIAL SETUP 


Tools 


9/16 inch box wrench 


Materials/Parts 


1. 


2. 
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Particulate filter 


LOCATION 


GPFU housing 


ITEM 


Screw (1) 
Catch (2) 


Retainer bar (3) 


Inner cover (4) 


Personnel Required 
One mechanic 
Equipment Condition 


Filter unpacked. 


ACTION 
REMARKS 
Using 9/16 inch box wrench, loosen. 
Lift to free retainer bar. 
Swing away from inner cover. 


Remove. 


NO 


TN 


M 
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4-24. INSTALLING PARTICULATE FILTER. (СОМТ) 


LOCATION ITEM 


TM 11-7440-294-14 


АСТІОМ 
REMARKS 


WARNING 


Filter gasket must be properly seated to prevent bypass of 


contaminated air. 


5. GPFU housing Filter (1) 

6. Inner cover Gasket (2) 

7. GPFU housing Inner cover (3) 
8. Retainer bar (4) 
9. Screw (6) 


Install. 
Filter can be installed with 
either end first. 

Install. 

Install. 


Note positioning of handles. 


Lift to engage with catch (5). 


Using 9/16 inch box wrench, tighten. 
Tighten until screw sleeve is flush 
with retainer bar. 


EL8KE033 
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4-25. INSTALLING PNEUMATIC TUBING AND ҒАМ CABLE ТО GPFU AND PDU. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
Knife One mechanic 
Materials/Parts Equipment Condition 
Red tubing Tape removed from pneumatic 


Green tubing fittings on GPFU housing. 


АСТІОМ 


LOCATION ITEM REMARKS 


NOTE 


Fittings on GPFU housing and PDU are color coded with dots to 
match tubing being used. 


. GPFU housing 
PDU 
. GPFU housing 


PDU 


. GPFU housing and 


PDU 


. PDU at J4 


Red tubing (1) 
Red tubing (1) 
Green tubing (2) 
Green tubing (2) 
Cable (1), (2), 
and (3) 


Cable end (4) 


Install, hand tighten. 
Install, hand tighten. 
Install, hand tighten. 
Install, hand tighten. 
Route. 
Route cable between air conditioner 


curbside bracket and shelter front wall. 


Connect. 
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4-25. INSTALLING РМЕОМАТІС TUBING AND FAN CABLE ТО GPFU AND PDU. (CONT) 


ROTATED 90° 


ELBKE034 
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4-26. INSTALLING CABLE С5-19-6170-10 to GPFU AND PDU. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
None One mechanic 
Materials/Parts Equipment Condition 
Cable assembly, SP, GPFU and PDU installed. 


electrical C5-19-6170-10 


AGTION 
LOCATION ITEM REMARKS 
WARNING 
Make sure all power is off. 
NOTE 


Route cable between air conditioner curbside bracket and 
shelter front wall. 


1. GPFU airflow Cable end (1) Connect. 
valve at J15 
2. GPFU airflow Cable (2) Route. 


valve and PDU 


3. PDU at J2 Cable end (3) Connect. 
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4-26. INSTALLING CABLE С5-19-6170-10 ТО GPFU AND PDU. (СОМТ) 


4-59 
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4-27. INSTALLING AIR CONDITIONER INLET TRANSITION DUCT. 


This task covers: 


Installation 


INITIAL SETUP 
Tools 
Cross tip screwdriver 
Materials/parts 


Transition duct assembly 


LOCATION 


1. Lower curbside 
corner of air 
conditioner 


4-60 


ITEM 


Screw (1) and 
lockwasher (2) 


Screw (3) and 
lockwasher (4) 


Air screen (5) 


Inlet transition 
duct (6) 


Screw (1) and 
lockwasher (2) 


Screw (3) and 
lockwasher (4) 


Personnel Required 
One mechanic 
Equipment Condition 


Air conditioner screen and transition 
duct hardware installed at depot. 


ACTION 
REMARKS 


Using screwdriver, remove. 


Using screwdriver, remove. 


Remove. 
Store for future use when MCPE is 
removed. 


Place in position. 
Circular duct opening faces curbside. 


Using screwdriver, install. 


Using screwdriver, install. 
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4-27. INSTALLING AIR CONDITIONER INLET TRANSITION DUCT. (CONT) 


ЕІ 8КЕ036 
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4-28. INSTALLING AIR DUCT HOSE FROM РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY ТО GPFU 
AIRFLOW VALVE OUTLET. 


This task covers: 


Installation 


INITIAL SETUP 


Tools 
Personnel Required 
Flat tip screwdriver 


Two mechanics 
Materials/Parts 


Equipment Condition 
Air duct hose (72 inch) (2 required) 
Air duct hose (36 inch) Air duct hoses and adapters 
Hose adapter (2 required) removed from holders. 
Holders stored for future use. 


АСТІОМ 
LOCATION ITEM REMARKS 


NOTE 


Direction of airflow is marked on hoses. Airflow is toward 
protective entrance, as shown by arrows on hose. 


1. Airflow valve and Air duct cover (1) Using screwdriver, remove 
silencer assembly and hose clamp (2) 
2. Air duct hose (36 Using screwdriver, install. 
inch) (3) and hose 
clamp (4) 
3. Air duct hose Adapter (5) and Using screwdriver, install. 


hose clamp (6) 


4. Adapter Air duct hose (72 Using screwdriver, install. 
inch) (7) and hose 
clamp (8) 

5. Air duct hose Adapter (9) and Using screwdriver, install. 


hose clamp (10) 
6. Adapter Air duct hose (72 Using screwdriver, install. 


inch) (11) and 
hose clamp (12) 
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4-28. INSTALLING AIR DUCT HOSE FROM РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY ТО GPFU 
AIRFLOW VALVE OUTLET. (CONT) 


АСТІОМ 
LOCATION ITEM REMARKS 
7. GPFU airflow Air duct cover Using screwdriver, remove. 
valve outlet (13) and hose 
clamp (14) 
8. Air duct hose Using screwdriver, install. 
(11) and hose 
clamp (15) 
NOTE 
Hose already installed on PE. 
9. Top of shelter Hose (16), hose Using screwdriver, install. 


clamp (17) and 
airflow valve 
and silencer 
assembly (18) 


EL8KE037 


ТМ 11-7440-294-14 


4-29. INSTALLING AIR DUCT HOSE FROM РЕ OUTLET ТО GPU INLET ТЕЕ. 


This task covers: 


Installation 


INITIAL SETUP 


Tools 


Flat tip screwdriver 


Materials/Parts 


Personnel Required 
Two mechanics 


Equipment Condition 


Air duct hose (72 inch) (3 required) Air duct hoses and adapters 


Hose adapter (2 required) 
Hose clamp (6 required) 


LOCATION 


1. PE outlet 


3. Air duct hose 


4. Adapter 


5. Air duct hose 


6. Adapter 
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removed from holders. 
Holders stored for future use. 


ACTION 
ITEM REMARKS 
Air duct cover (1) Using screwdriver, remove. 
and hose clamp (2) 
NOTE 


Direction of airflow is marked on hoses. 
Airflow is from PE outlet toward GPFU. 


Air duct hose (3) Using screwdriver, install. 
and hose clamp (4) 


Adapter (5) and Using screwdriver, install. 
hose clamp (6) 


Air duct hose (7) Using screwdriver, install. 
and hose clamp (8) 


Adapter (9) and Using screwdriver, install. 
hose clamp (10) 


Air duct hose Using screwdriver, install. 
(11) and hose 
clamp (12) 


29. INSTALLING AIR DUCT HOSE FROM РЕ OUTLET ТО GPFU INLET ТЕЕ. (CONT) 


LOCATION 


7. GPFU inlet tee 


ITEM 


Air duct cover 
(13) and hose 
clamp (14) 


Air duct hose 
(11) and hose 
clamp (15) 


ACTION 
REMARKS 


Using screwdriver, remove. 


Using screwdriver, install. 


TM 11-7440-294-14 
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4-30. INSTALLING AIR DUCT HOSE FROM GPFU AIRFLOW VALVE ТО AIR CONDITIONER INLET. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
Flat tip screwdriver One mechanic 
Materials/Parts Equipment Condition 
Air duct hose (36 inch) Air conditioner inlet transition 
Hose clamp (2 required) duct installed. 
ACTION 
LOCATION ITEM REMARKS 
NOTE 
Direction of airflow is marked on hoses. Airflow is 
from GPFU toward air conditioner. 
1. GPFU airflow Hose clamp (1) and Using screwdriver, remove. 
valve, TO air duct cover (2) 
SHELTER 
2. Hose clamp (3) and Using screwdriver, install. 
air duct hose (4) 
3. Air conditioner Hose clamp (5) and Using screwdriver, install. 
inlet transition air duct hose (4) 
duct 
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4-30. INSTALLING AIR DUCT HOSE FROM GPFU AIRFLOW VALVE TO AIR CONDITIONER 
INLET. (CONT) 
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4-31. INSTALLING CABLE С5-19-6170-40 ТО РЕ AND РЕ AIRLOW VALVE AND SILENCER ASSEMBLY. 


This task covers: 


Installation 
INITIAL SETUP 
Tools Personnel Required 
None One mechanic 
Materials/Parts Equipment Condition 
Cable assembly, SP PE erected and PE air- 
electrical C5-19-6170-40 flow valve and silencer 
assembly installed. 
ACTION 
LOCATION ITEM REMARKS 
WARNING 
Make sure all power is off. 
1. PE at J21 Terminal cap (1) Remove. 
2. Cable end (2) Connect. 
3. PE and PE Cable (3) Route. 


airflow valve 
апа silencer 
assembly 


4. PE airflow valve Cable end (4) Connect. 


and silencer 
assembly at J15 
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4-31. INSTALLING CABLE С5-19-6170-40 ТО РЕ AIRFLOW VALUE AND SILENCER 
ASSEMBLY. (CONT) 


2 
Å) 
N 


A 


ROTATED 180° 


Е( 8КЕ040 
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4-32. INSTALLING CABLE C5-19-6162-10 TO PE AND PDU. 


This task covers: 


Installation 
INITIAL SETUP 
Tools 
Personnel Required 
None 
One mechanic 
Materials/Parts 


Equipment Condition 
Cable assembly, SP, 


electrical C5-19-6162-10 PE erected and 
Tie-down strap, plastic (4 required) PDU installed. 
AGTION 
LOCATION ITEM REMARKS 
WARNING 


Make sure all power is off. 


NOTE 


Route cable across shelter roof and between air conditioner 
curbside bracket and shelter front wall. 


1. PE at J20 Terminal cap (1) Remove. 

2. Cable end (2) Connect. 

3. PE and PDU Cable (3) Route. 

4. PDU at J5 Cable end (4) Connect. 
NOTE 


Secure cable C5-19-6162-10 to cable C5-19-6170-40 with 
tie-down straps. 
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4-32. INSTALLING CABLE С5-19-6162-10 TO РЕ AND PDU. (CONT) 


ROTATED 180° 


ELBKEO41 
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Section IV ORGANIZATIONAL PREVENTIVE MAINTENANCE CHECKS AND 


SERVICES (PMCS) 
Subject Para Page 
OVEIVIEW ssn سس ری‎ hh УЛГУ е edel ШАСЫ کم کی کھ کم‎ алын Батаны bee ed 4-72 
Preventive Maintenance Checks and бегмісеб............................. 4-33 4-73 


OVERVIEW 


Preventive Maintenance Checks and Sewices (PMCS)are the semi-annual requirements to keep your 
equipment in good operating condition. Semi-annual(S) PMCS are to be performed every 180 days 
and are listed on the table. 


If the equipment fails to operate, refer to TM 3-4240-284-20&P for troubleshooting procedures. 


If the equipment must be kept in service continuously, check and service oniy the things that can 
be checked and serviced without disturbing operation. Make complete checks and services when the 
equipment can be shut down. 


Routine checks like equipment inventory, cleaning, checking for frayed cables, storing items not 
in use, and checking for loose hardware, nuts, bolts, and screws are not listed in the PMCS 
table. You should do these things any time that you see that they need to be done. If you find 

a routine check listed in the PMCS table, it is because other persons reported problems with this 
item. 


The Пет No. column in the PMCS table is to be used as a source of item numbers for the TM 


Number column on DA FORM 2404, Equipment Inspection and Maintenance Worksheet, for recording 
PMCS results. 


4-72 
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4-33. PREVENTIVE MAINTENANCE CHECKS AND SERVICES. 
5 - SEMI-ANNUAL 
INTERVAL 


ITEM ITEM TO BE 
NO. INSPECTED PROCEDURE 


1 Ы Filter Housing Inspect identification and instruction 
plates. You must be able to read them. 
Replace if necessary. 


Inspect outside surfaces for rust, 
chipped paint, or bare metal on painted 
surfaces. Repaint or touchup as 
necessary. 


Make sure all parts are secure and 
tighten loose hardware. Replace missing 
hardware. 


EL8KE042 
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4-33. РВЕУЕМТІУЕ MAINTENANCE CHECKS AND SERVICES. (СОМТ) 


S - SEMI-ANNUAL 


INTERVAL 
ITEM ITEM TO BE 
NO. INSPECTED PROCEDURE 
2 ٠ Special Purpose Electrical Inspect cable assemblies for bare wires, 
Cable Assemblies broken insulation, broken or damaged 
connectors. Replace damaged cable 
assemblies. 
3 s Main Fan Assembly Cable Inspect cable assembly for bare wire, 


broken insulation, broken or damaged 
connector. Replace damaged main fan 
assembly. 


4 Ы Airflow Valve Inspect valve for damage and loose 
mounting hardware. Replace missing 
mounting hardware. Replace damaged аіг- 
flow valve. 


ELBKEO43 
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4-33. РВЕУЕМТІУЕ MAINTENANCE CHECKS AND SERVICES. (СОМТ) 


S - SEMI-ANNUAL 


INTERVAL 
ITEM ITEM TO BE 
NO. INSPECTED PROCEDURE 


5 ° Power Distribution Unit Inspect unit for loose or missing mount- 
ing hardware. Tighten loose hardware. 
Replace missing hardware. 


Inspect for damaged or missing elec- 
trical covers. Replace power distri- 
bution unit if the covers are damaged 
or missing. 


Е( 8КЕ044 
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4-33. РВЕУЕМТІУЕ MAINTENANCE CHECKS AND SERVICES. (CONT) 


S - SEMI-ANNUAL 


INTERVAL 
ITEM ITEM TO BE 
NO. INSPECTED PROCEDURE 


6 ٠ Gas Particulate Filters Remove filters and check for physical or 
water damage. 


Inspect housing seal and inner cover 
gasket for damage. Replace seal or 
gasket if unserviceable. 


Reinstall filters or install new 
filters. 


77 


N 
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ELBKEO45 
7 e Air duct Hoses Inspect air duct hoses for damage or 


missing clamps. Repair or replace air 
duct hoses if necessary. Replace 
missing clamps. 
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4-33. PREVENTIVE MAINTENANCE CHECKS AND SERVICES. (СОМТ) 


S - SEMI-ANNUAL 


INTERVAL 
ITEM ITEM TO BE 
No. INSPECTED 


M10 Protective Entrance 


PROCEDURE 


Inspect identification and instruction 
plates. You must be able to read them. 
Replace plates if necessary. 


Inspect outside surface for chipped 
paint or bare metal on painted 
surfaces. Repaint or touch up as 
necessary. 


Make sure that all parts are secure 
and that there is no loose or 


missing hardware. Tighten loose 
hardware. Replace missing hardware. 


Е18КЕ046 
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4-33. РВЕУЕМТІУЕ MAINTENANCE CHECKS AND SERVICES. (CONT) 


S - SEMI-ANNUAL 


INTERVAL 
ITEM jj ITEM TO BE 
NO. S INSPECTED PROCEDURE 


9 e Valve and Silencer Inspect identification and instruction 
plates. You must be able to read them. 
Replace instruction plate. 


Inspect valve and silencer for damage 
and loose or missing hardware. Tighten 
loose hardware. Replace missing hard- 
ware. Replace damaged valve and 
silencer. 


ELSKE047 


10 . Collective Protection Perform functional testing. 
Equipment See TM 3-4240-284-208P. 
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Section V ORGANIZATIONAL TROUBLESHOOTING 
Subject Para Page 
Organizational ТгошибШе$һооїїїд.......................................... (4-34) 4-78 


4-34. ORGANIZATIONAL TROUBLESHOOTING 


No troubleshooting procedures for the modular collective protection equipment are given in this 
manual. For organizational troubleshooting procedures, refer to TM 3-4240-284-208P. 


Section УІ MAINTENANCE PROCEDURES 
Subject Para Page 
Maintenance Ргосейше$............................................... [4-35] [4-78] 


4-35. MAINTENANCE PROCEDURES 


For maintenance procedures for the modular collective protection equipment, refer to 
TM 3-4240-284-208&P. 
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Section VII REMOVAL OF MODULAR COLLECTIVE PROTECTION EQUIPMENT 


Subject Para Page 

Removing Cable C5-19-6162-10 from РЕ апа РОО ............................ 4-36 
Removing Cable C5-19-6170-40 from PE and PE Airflow Valve and 

SIISNCErASSOMDIY Ls «saw ns eal ee КЕБЕ oe Ae wide Шкала Е 4-37 
Removing Air Duct Hose from GPFU Airflow Valve to Air Conditioner Inlet....... 4-38 
Removing Air Duct Hose from PE Outlet to GPFU Inlet Тее .................... 4-39 [4-88] 
Removing Air Duct Hose from PE Airflow Valve and Silencer Assembly to 

(АРҒЫ Airflow Valve Ошеї............................................. 4-40 
Removing/Installing Air Conditioner Inlet Transition Писі..................... [4-92] 
Removing Cable C5-19-6170-10 from СРЕО and РОО ......................... 4-42 
Removing Pneumatic Tubing and Fan Cable from GPFU and PDU.............. 
Removing/Installing Gas Particulate Filter Опй............................. 4-44 
Removing/Installing Particulate Еіег..................................... 4-45 
Removing/Installing Gas ۹۳۰۳ی + ت  و‎ 4-46 
Removing/Installing Fan and Inlet Tee Assembly from GPFU Housing........... 4-47 
Removing Fan/Inlet Тее е е 6 ٦ 4-48 
Removing GPFU Cradle Bracket. vasse enone ۵ٹ‎ [4-112] 
Removing Cable C5-19-6693 from E/P Feed-Thru Box and РИО................. 4-50 
Removing Cable C5-19-6691 from E/P Feed-Thru Box and РОО ................. 4-51 
Removing/Installing Power Distribution Опй............................... 
Removing/Installing Compartment Control Мовбше.......................... [4-120] 
Removing/Installing Low Pressure Hose from E/P Feed-Thru Box апа COM ...... 4-54 
Removing/Installing Cable C5-19-6693 from E/P Feed-Thru Box and ССМ........ 
Removing/Installing Feed-Thru Connector ТВҒ165-8Р5...................... 4-56 
Removing/Installing Feed-Thru Adapter and Сомег........................... 4-57 4-132 
Removing/Installing Feed-Thru Connector М53119Е20-16Р5.................. 4-58 
Removing/Installing PE Interface from Interface Bracket . .................... 4-59 
Removing/Installing PE Airflow Valve and Silencer Авветріу.................. [4-138] 
PE Striking Ргосөйше.,....2........................-2.-.8 77 4-61 
Removing PE Interface Bracket Авветріу.................................. 
Removing 200 1 099 0020090 0 0 یی‎ а XC n 4-63 4-148 
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4-36. REMOVING CABLE С5-19-6162-10 FROM РЕ AND PDU. 


This task covers: 


Removal 
INITIAL SETUP 
Tools Personnel Required 
None One mechanic 
Materials/Parts Equipment Condition 
Cloth packing bag All power turned off. 
АСТІОМ 
(ОСАТІОМ ІТЕМ REMARKS 
NOTE 
Remove tie down straps, place in cloth bag and attach to 
cable. 
1. PDU Cable end (1) Disconnect. 
2. PE Cable end (2) Disconnect. 
3. PE at J20 Terminal cap (3) Install. 
4. Cable (4) Remove. 
5. Cable (4) Seé paragraph 4-32] for installation. 


Place cable in shelter for storage. 
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4-36. REMOVING CABLE С5-19-6162-10 FROM РЕ AND PDU. (СОМТ) 


ROTATED 180* 


EL8KEO48 
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4-37. REMOVING CABLE C5-19-6170-40 FROM РЕ AND РЕ AIRFLOW VALVE AND SILENCER 


ASSEMBLY. 


This task covers: 


Removal 


INITIAL SETUP 


Tools 


None 


Materials/Parts 


None 
LOCATION ITEM 
1. PE airflow valve Cable end (1) 
and silencer 
assembly 
2. PE Cable end (2) 
3. РЕ at J21 Terminal cap (3) 
4. Cable (4) 
5. Cable (4) 
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Personnel Required 
One mechanic 
Equipment Condition 


All power turned off. 


АСТІОМ 
REMARKS 


Disconnect. 


Disconnect. 
Install. 
Remove. 


Seé_paragraph 4-31 for installation. 
Place cable in shelter for storage. 
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4-37. REMOVING CABLE С5-19-6170-40 FROM РЕ AND РЕ AIRFLOW VALVE AND SILENCER 
ASSEMBLY. 


| ROTATED 180° 


ӨС» 
MU == 


А 


ROTATED 180° 


EL8KE049 
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4-38. REMOVING AIR DUCT HOSE FROM GPFU AIRFLOW VALVE ТО AIR CONDITIONER INLET. 


This task covers: 


Removal 
INITIAL SETUP 
Tools Personnel Required 
Flat tip screwdriver One mechanic 
Materials/Parts Equipment Condition 
None GPFU and air conditioner off. 
ACTION 
LOCATION ITEM REMARKS 
1. Air Conditioner Hose clamp (1) Using screwdriver, loosen clamp and 
inlet transition. and air duct remove. 
duct hose (2) 
2. GPFU airflow Hose clamp (3) and Using screwdriver, loosen clamp and 
valve, TO air duct hose (2) remove. 
SHELTER 
3. Hose clamp (4) and Using screwdriver, install. 
air duct cover (5) 
4. Air duct hose (2) Sed paragraph 4-30 for installation. 


Place air duct hose in holder 
for storage during transit. 
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4-38. REMOVING AIR DUCT HOSE FROM GPFU AIRFLOW VALVE ТО AIR CONDITIONER 


~ 


INLET. (CONT 
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4-39. REMOVING AIR DUCT HOSE FROM PE OUTLET ТО GPFU INLET ТЕЕ. 


This task covers: 


Removal 


INITIAL SETUP 


Tools 


Flat tip screwdriver 


Material/Parts 


4-88 


None 


LOCATION 


. GPFU Inlet tee 


Adapter 


Air duct hose 


Adapter 


Air duct hose 


. PE Outlet 


ITEM 


Air duct hose (1) 
and hose clamp (2) 


Air duct cover (3) 
and hose clamp (4) 


Air duct hose (1) 
and hose clamp (5) 


Adapter (6) and 
hose clamp (7) 


Air duct hose (8) 
and hose clamp (9) 


Adapter (10) and 
hose clamp (11) 


Air duct hose (12) 
and hose 
clamp (13) 


Air duct cover 
(14) and hose 
clamp (15) 


Air duct hoses 
(1), (8) and (12) 


Personnel Required 
Two mechanics 
Equipment Condition 
GPFU turned off. 


АСТІОМ 
REMARKS 


Using screwdriver, loosen clamp and 
remove. 


Using screwdriver, loosen clamp and 
remove. 


Using screwdriver, loosen clamp and 
remove. 


Using screwdriver, ioosen clamp and 
remove. 


Using screwdriver, loosen clamp and 
remove. 


Using screwdriver, loosen clamp and 
remove. 


Using screwdriver, loosen clamp and 


remove. 


Using screwdriver, install. 


Sed paragraph 4-29 for installation. 
Place air duct hoses in holder 
for storage during transit. 
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4-39. REMOVING AIR DUCT HOSE FROM РЕ OUTLET TO GPFU INLET ТЕЕ. (CONT) 
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4-40. REMOVING AIR DUCT HOSE FROM РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY ТО GPFU 
AIRFLOW VALVE OUTLET. 


This task covers: 


Removal 


INITIAL SETUP 
Tools 
Flat tip screwdriver 
Materials/Parts 


None 


LOCATION 


1. GPFU airflow valve 


outlet 


3. Adapter 


4. Air duct hose 


s. Adapter 


6. Air duct hose 


7. Airflow valve and 
silencer assembly 


4-90 


ITEM 


Air duct hose (1) 
and hose clamp (2) 


Air duct cover (3) 
and hose clamp (4) 


Air duct hose (1) 
and hose clamp (5) 


Adapter (6) and 
hose clamp (7) 


Air duct hose (8) 
and hose clamp (9) 


Adapter (10) and 
hose clamp (11) 


Air duct hose (12) 
and hose 
clamp (13) 


Personnel Required 


Two mechanics 
Equipment Condition 


GPFU off. 


ACTION 
REMARKS 


Using screwdriver, loosen clamp. 


Using screwdriver, install. 


Using screwdriver, loosen clamp. 


Using screwdriver, loosen clamp. 


Using screwdriver, loosen clamp. 


Using screwdriver, loosen clamp. 


Using screwdriver, loosen clamp. 
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4-40. REMOVING AIR DUCT HOSE FROM РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY TO GPFU 


AIRFLOW VALVE OUTLET. (CONT) 


LOCATION ITEM 
8. Airflow valve and Air duct cover 
silencer assembly (14) and hose 
clamp (15) 
9. Air duct hoses 


(1), (8) and (12) 


AGTION 
REMARKS 


Using screwdriver, install. 


Seé paragraph 4-28 for installation. 
Place air duct hoses in holder 
for storage during transit. 


EL8KE052 


4-91 


ТМ 11-7440-294-14 


4-41. REMOVING/INSTALLING AIR CONDITIONER INLET TRANSITION DUCT. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools Personnel Required 
Cross tip screwdriver One mechanic 
Materials/Parts Equipment Condition 
Air screen All power turned off. 
AGTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 
Disconnect air duct hose from air conditioner transition duct 
before starting removal. 
1. Lower curbside Screw (1) and Using screwdriver, remove. 
corner of air lockwasher (2) 
conditioner 
2. Screw (3) and Using screwdriver, remove. 
lockwasher (4) 
3. Inlet transition Remove. 
duct (5) 
4. Air screen (6) Put in place. 
Aline holes. Use air screen 
only when MCPE is removed. 
5. Screw (1) and Using screwdriver, install. 
lockwasher (2) 
6. Screw (3) and Using screwdriver, install. 
lockwasher (4) 
7. Inlet transition Place in original carton for storage in 


duct (5) shelter. 
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4-41. REMOVING/INSTALLING AIR CONDITIONER INLET TRANSITION DUCT. (СОМТ) 


ACTION 
LOGATION ITEM REMARKS 
INSTALLATION 
1. Lower curbside Inlet transition Seġ paragraph 4-27 for installation. 
corner of air duct (5) 
conditioner 
NOTE 


Connect air duct hose to air conditioner transition duct to 
complete installation. 
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4-42. REMOVING CABLE C5-19-6170-10 FROM СРЕО AND PDU. 


This task covers: 


Removal 
INITIAL SETUP 
Tools Personnel Required 
None One mechanic 
Materials/Parts Equipment Condition 
None All power turned off. 
АСТІОМ 
LOCATION ITEM REMARKS 
1. GPFU airflow Cable end (1) Disconnect. 
valve 
2. PDUatJ2 Cable end (2) Disconnect. 
3. Cable (3) Remove. 
4. Cable (3) Seé paragraph 4-26 for installation. 


Place cable in original carton 
for storage in shelter. 
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4-42. REMOVING CABLE C5-19-6170-10 FROM GPFU AND PDU. (СОМТ) 


ELBKEOSA 
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4-43. REMOVING РМЕОМАТІС TUBING AND ҒАМ CABLE FROM GPFU AND PDU. 


This task covers: 


Removal 


INITIAL SETUP 
Tools 


7/16 inch tubing wrench 


. GPFU housing 
. PDU 


. GPFU housing 


Materials/Parts 
None 
LOCATION ITEM 
. PDU at J4 Cable end (1) 
. PDU Green tubing (2) 


Green tubing (2) 
Red tubing (3) 
Red tubing (3) 
Green tubing (2), 


red tubing (3) 
and cable (1) 


Personnel Required 
One mechanic 
Equipment Condition 


All power turned off. 


ACTION 
REMARKS 


Disconnect. 

Using 7/16 inch tubing wrench, remove. 
Using 7/16 inch tubing wrench, remove. 
Using 7/16 inch tubing wrench, remove. 


Using 7/16 inch tubing wrench, remove. 


Sed paragraph 4-28 for installation. 
Place tubing and cable in 
original carton for storage in 
shelter. 
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4-43. REMOVING РМЕОМАТІС TUBING AND FAN CABLE FROM GPFU AND PDU. (СОМТ) 


ROTATED 90° 


UNG 


OG; 
D 
/ 3 
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4-44. REMOVING/INSTALLING GAS PARTICULATE FILTER UNIT. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools 


9/16 inch box wrench 
Materials/Parts 


Cloth packing bag 


LOCATION 
REMOVAL 
1. GPFU 
2. 


3. GPFU cradle 
bracket 


4-98 


Screw (1) 


washer (2) and 
flat washer (3) 


Three persons will be needed to lift GPFU from cradle bracket. 


GPFU (4) 


GPFU (4) 


Personnel Required 
Three mechanics 
Equipment Condition 
Pneumatic tubing and fan cable 


removed. бее paragraph 4-43 


АСТІОМ 


ІТЕМ REMARKS 


NOTE 


Disconnect air duct hoses, all cables, and pneumatic 
tubing from GPFU before starting removal. 


, lock- Using 9/16 inch box wrench, remove. 


There are six screws. Step 1 
is typical for all six screws. 
Do step 1 for remaining five screws. 


NOTE 


Remove. 


Place hardware in cloth bag, attach to GPFU 


and store in shelter. 
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4-44. REMOVING/INSTALLING GAS PARTICULATE FILTER UNIT. (СОМТ) 


ACTION 
LOCATION ITEM REMARKS 
INSTALLATION 
1. GPFU cradle GPFU (4) Seé paragraph 4-24 for installation. 
bracket 
NOTE 


Connect air duct hoses, cables, and pneumatic 
tubing to GPFU to complete installation. 


(2; 
“о 
0 
^ 


ROTATED 90? 2 
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4-45. REMOVING/INSTALLING PARTICULATE FILTER. 


This task covers: 
1. Removal 
2. Installation 
INITIAL SETUP 
Tools 
9/16 inch box wrench 
Materials/Parts 
Particulate filter 


Solvent 
Adhesive 


LOCATION 


REMOVAL 
1. GPFU housing 


2. 


5. GPFU housing 


6. Inner cover 


4-100 


Personnel Required 
One mechanic 
Equipment Condition 


Contaminated filter. 


ACTION 
ITEM REMARKS 
Screw (1) Using 9/16 inch box wrench, loosen. 
Catch (2) Lift to free retainer bar. 
Retainer bar (3) Swing away from inner cover. 
Inner cover (4) Remove. 
WARNING 


Dispose of contaminated filter per TM 10-277. Observe safety 
measures per TM 3-220. 


Filter (5) Remove. 
Gasket (6) Remove. 
NOTE 


Clean groove for gasket with solvent. 
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4-45. REMOVING/INSTALLING PARTICULATE FILTER. (CONT) 
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US. REMOVING/INSTALLING PARTICULATE FILTER. (CONT) 


ACTION 
LOCATION ITEM REMARKS 
INSTALLATION 
WARNING 
Filter gasket must be properly seated to prevent bypass of 
contaminated air. 
1. GPFU housing Filter (1) Install. 
Filter can be installed with either 
end first. 
NOTE 
Apply adhesive in groove for cover gasket. 
2. Inner cover Gasket (2) Install. 
3. GPFU housing Inner cover (3) Install. 
Note positioning of handles. 
4. Retainer bar (4) Lift to engage with catch. 
B: Screw (5) Using 9/16 box wrench, tighten. 


Tighten until screw sleeve is 
flush with retainer bar. 
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4-45. REMOVING/INSTALLING PARTICULATE FILTER. (СОМТ) 


4-103 
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4-46. REMOVING/INSTALLING GAS FILTER. 


This task covers: 
1. Removal 
2. Installation 

tNITIAL SETUP 
Tools 


9/16 box wrench 
60 to 200 inch/pound torque wrench 


Materials/Parts 


Gas filter 
Solvent 


LOCATION ITEM 


REMOVAL 

1. GPFU housing Screw (1), lock- 
washer (2) and 
flat washer (3) 


Personnel Required 
One mechanic 
Equipment Condition 


Contaminate filter. 


АСТІОМ 
REMARKS 


Using 9/16 inch box wrench, remove. 
There are six screws. Step 1 
Is typical for all six screws. 
Do step 1 for remaining five screws. 
Remove. 
WARNING 


Observe safety measures per TM 3-220. 


Remove. 


WARNING 


Dispose of contaminated filter per TM 10-277 


2. 

3. Outer cover (4) 
4. Filter (5) 

5. Cover seal (6) 
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Remove. 


NOTE 


Clean groove for cover seal with solvent. 
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4-46. REMOVING/INSTALLING GAS FILTER. (CONT) 


ACTION 
LOCATION ITEM REMARKS 
INSTALLATION 
WARNING 
Filter seal must be properly seated to prevent bypass of 
contaminated air. 
1. GPFU housing Filter (1) Install. 
Filter can be installed with either 
end first. 
NOTE 
Apply adhesive in groove for cover seal. 
2. Cover seal (2) Install. 
Make sure cover seal is in groove 
before replacing cover. 
3. GPFU housing Guide hole (3) Aline and push in place. 
and cover and guide pin (4) 
4. GPFU housing Screw (5), lock- Install, hand tighten. 
washer (6) and There are six screws. Step 4 
flat washer (7) is typical for all six screws. 
5. Screw holes (8) Do step 4 again. 


EL8KE061 
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4-46. REMOVING/INSTALLING GAS FILTER. (СОМТ) 


ACTION 
LOCATION ITEM REMARKS 
INSTALLATION (CONT) 
WARNING 


Be sure to observe torque values for torque wrench being 
used. 


NOTE 


To prevent binding of outer cover against housing rim, screws 
must be tightened in a criss-crossed manner. 


6. GPFU housing Screws (1) Using torque wrench, tighten screws 100-125 
inch pounds. 
Tighten in order shown in 
illustration. 


7. Screws (1) Using torque wrench, tighten screws 180-200 
inch pounds. 
Tighten in order shown in 
illustration. 


ORDER OF TIGHTENING 


2 EL8KE062 
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4-47. REMOVING/INSTALLING ҒАМ AND INLET ТЕЕ ASSEMBLY. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools 


1/2 inch box wrench 


Personnel Required 


One mechanic 


Materials/Parts Equipment Condition 
None All power turned off. 
ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 


Disconnect fan cable from PDU and air duct hose from fan and 
inlet tee assembly before starting removal. 
1. GPFU housing Screw (1) and 
flat washer (2) 


Using 1/2 inch box wrench, remove. 
There are eight screws. Step 1 
is typical for all eight screws. 


2. Do step 1 for remaining seven screws. 


3. Fan апа inlet Remove. 


tee assembly (3) 
INSTALLATION 


1. GPFU housing Fan and inlet 


tee assembly (3) 


Seé paragraph 4-21 for installation. 


NOTE 


Connect fan cable to PDU and air duct hose to fan inlet tee 
assembly to complete installation. 
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4-47. REMOVING/INSTALLING FAN AND INLET ТЕЕ ASSEMBLY. (СОМТ) 


Е( 8КЕ063 
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4-46. REMOVING FAN/INLET ТЕЕ. 


This task covers: 


1. Removal of fan 
2. Removal of inlet tee 


INITIAL SETUP 
Tools 


7/16 inch box end wrench 


Materials/Parts 
None 
LOCATION ITEM 
1. Fan Screw (1) and 
flat washer (2) 
2. 
З. Inlet tee (3) 
4. Inlet tee (3) 


and fan (4) 
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Personnel Required 
One mechanic 
Equipment Condition 
Fan and inlet tee assembly 


removed. See paragraph 4-47 


АСТІОМ 
НЕМАНК5 


МОТЕ 


The steps given аге typical for both. 


Using 7/16 inch box wrench, remove. 
There are six screws. Step 4 
is typical for all six screws. 


Do step 4 for remaining five screws. 


Remove. 


See paragraph 4-20] for assembly. 
Place Inlet tee and fan in shelter 
for storage. 
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4-48. REMOVING FAN/INLET TEE. (СОМТ) 


064 
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4-49. REMOVING GPFU CRADLE BRACKET. 


This task covers: 


Removal 


INITIAL SETUP 
Tools 
1/2 inch box wrench 
Materials/Parts 


Cloth packing bag 


LOCATION 


1. Upper front 
curbside corner 
of shelter 


4-112 


Personnel Required 
Two mechanic 
Equipment Condition 
GPFU removed. Sed paragraph 4-44] 


ACTION 
ITEM REMARKS 
Screw (1), lock- Using 1/2 inch box wrench, remove. 
washer (2) and There are nineteen screws. Step 1 
flat washer (3) is typical for all nineteen 
screws. 


Do step 1 for remaining eighteen screws. 


NOTE 


Two persons will be needed to lift cradle bracket from shelter. 


Cradle bracket (4) Remove. 


Cradle bracket (4) Sed paragraph 4-18 for installation. 
Place hardware in cloth bag, attach 
to cradle bracket and store in shelter. 
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4-49. REMOVING GPFU CRADLE BRACKET. (CONT) 
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4-50. REMOVING CABLE С5-19-6693 FROM Е/Р FEED-THRU BOX AND PDU. 


This task covers: 


Removal 


INITIAL SETUP 
Tools 
None 
Materials/Parts 


None 


LOCATION ITEM 


1. E/P feed-thru Cable end (1) 


box 
2. PDU at J3 Cable end (2) 
3. Cable (3) 
4. Cable (3) 


4-114 


Personnel Required 
One mechanic 
Equipment Condition 


All power turned off. 


АСТІОМ 
REMARKS 


Disconnect. 


Disconnect. 
Remove. 
Seé paragraph 4-17 for installation. 


Place in original carton for storage 
in shelter. 
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CONT) 


( 


4-50. REMOVING CABLE C5-19-6693 FROM E/P FEED-THRU BOX AND PDU. 


ELSK E066 
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4-51. REMOVING CABLE С5-19-6691 FROM Е/Р FEED-THRU BOX AND PDU. 


This task covers: 


Removal 
INITIAL SETUP 
Tools Personnel 
None One mechanic 
Materials/Parts Equipment Condition 
None All power turned off. 
АСТІОМ 
LOCATION ITEM REMARKS 
1. E/P feed-thru Cable end (1) Disconnect. 
box 
2. PDU at J7 Cable end (2) Disconnect. 
3. Cable (3) Remove. 
4. Cable (3) Seé paragraph 4-16 for installation. 
Place in original carton for storage 
in shelter. 
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4-51. REMOVING CABLE С5-19-6691 FROM Е/Р FEED-THRU BOX AND PDU. (СОМТ) 
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4-52. REMOVING/INSTALLING POWER DISTRIBUTION UNIT. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 

Toots Equipment Condition 

7/16 inch box wrench All power turned off and 

pneumatic tubing and fan cable 

Materials/Parts removed. Sed paragraph 4-43 

None 
Personnel Required 

One 

ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 
Disconnect all cable ends before beginning removal. 
1. Front of shelter, Nut (1), lock- Using 7/16 inch box wrench, remove. 
curbside position washer (2) and There are four nuts. Step 1 is 
flat washer (3) typical for all four nuts. 
e Do step 1 for remaining three screws. 
3. PDU (4) Remove. 
NOTE 
Replace hardware on PDU bracket. See steps 4 and 5. 
4. ied roadside Flat washer (3), Using 7/16 inch box wrench, install, 
u lockwasher (2) There are four studs. Step 4 is 


and nut (1) typical for all four studs. 
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4-52. REMOVING/INSTALLING POWER DISTRIBUTION UNIT. (CONT) 


LOCATION 


REMOVAL (CONT) 


5. Mounting plate 
assembly 


INSTALLATION 


1. 


ITEM 


Studs (5) 


PDU (4) 


PDU (4) 


АСТІОМ 


REMARKS 


Do step 4 again. 


Place in original carton for storage in 
shelter. 


See paragraph 4-15 for installation. 
NOTE 


Connect all cable ends to complete installation. 


ELSK E068 


4-119 


ТМ 11-7440-294-14 


4-53. REMOVING/INSTALLING COMPARTMENT CONTROL MODULE. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools Personnel Required 
Flat tip screwdriver One mechanic 
Materials/Parts Equipment Condition 
Cloth packing bag All power turned off. 
ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
1. CCM Cable end (1) Disconnect. 
2. Low pressure hose Disconnect. 
end (2) 
3. Screw (3) and Using screwdriver, remove. 
lockwasher (4) There are four screws. Step 3 is 
typical for all four screws. 
4. Do step 3 for remaining three screws. 
5. Box supports CCM (5) Remove. 


Place hardware in cioth bag, attach 
to CCM and store in shelter. 
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4-53. REMOVING/INSTALLING COMPARTMENT CONTROL MODULE. (СОМТ) 


EL8KE069 
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4-53. REMOVING/INSTALLING COMPARTMENT CONTROL MODULE. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 
INSTALLATION 

1. Front panel Screw (1) Using screwdriver, remove. 

of CCM There are eight screws. Step 1 is 

typical for all eight screws. 

2. Do step 1 for remaining seven screws. 
3. CCM Front panel (2) Remove. 


ELBKEO70 
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4-53. REMOVING/INSTALLING COMPARTMENT CONTROL. (CONT) 


LOCATION 


INSTALLATION (СОМТ) 


4. CCM 


5. Front panel 


RIGHT METHOD 


ACTION 
ITEM REMARKS 


NOTE 


Note cable harness routing on back of panel. If cable 
harness is routed as shown in wrong method of illustration, 
unbolt and rotate cable harness to location as shown in right 
method. Reattach cable harness to bracket. 


Front panel (1) Put front panel in place. 
and power Aline holes. Place front panel so 
switch (2) that power switch is in upper curbside 


comer, (opposite J1). 

Screw (3) Using screwdriver, install. 
There are eight screws. Step 5 is 
typical for all eight screws. 


Screw holes (4) Do step 5 again. 


4 ELBKEOB7 
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4-53. REMOVING/INSTALLING COMPARTMENT CONTROL MODULE. (СОМТ) 


LOCATION ITEM 
INSTALLATION (CONT) 


7. CCM supports CCM (1) 


8. CCM Screw (2) and 
lockwasher (2) 


9. Screw holes (4) 


10. Screw (2) 


11. 


ACTION 
REMARKS 


Put in place. 
Aline holes. Place CCM so that J1 
terminal faces roadside. 


Install, hand tighten. 
There are four screws. Step 8 is 
typical for all four screws. 


Do step 8 again. 
Using screwdriver, tighten. 


There are four screws. Step 10 is 
typical for all four screws. 


Do step 10 for remaining three screws. 
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4-53. REMOVING/INSTALLING COMPARTMENT CONTROL MODULE. (СОМТ) 


LOCATION 


INSTALLATION (CONT) 


12. CCM at Л 


13. CCM pneumatic 
fitting 


ACTION 
ITEM REMARKS 
Cable and P1 (1) Connect. 
Low pressure Connect. 


hose end (2) 


ELBKEO72 
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4-54. REMOVING/INSTALLING LOW PRESSURE HOSE FROM Е/Р FEED-THRU BOX AND CCM. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools Personnel Required 
518 inch box wrench One mechanic 
Materials/Parts Equipment Condition 
None All power turned off. 
AGTION 
LOCATION ITEM REMARKS 
REMOVAL 
t. CCM support CCM (1) Seg paragraph 4-53 for removal. 
2. Interior side Coupling (2) Using 5/8 inch box wrench, remove. 
of E/P feed-thru 
box 
3. Low pressure Remove. 
hose (3) Place hose in shelter for 
storage. 
INSTALLATION 
1. Adapter on E/P Coupling (2) Using 5/8 inch box wrench, connect. 
feed-thru box, 
interior 
2. CCM support СОМ (1) бее paragraph 4-14 for installation. 
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4-54. REMOVING/INSTALLING LOW PRESSURE HOSE FROM Е/Р FEED-THRU BOX AND CCM. (CONT) 


Qe” ELBKEO73 
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4-55. REMOVING/INSTALLING CABLE C5-19-6693 FROM Е/Р FEED-THRU BOX AND CCM. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools 
None 
Materials/parts 


None 


LOGATION ITEM 


REMOVAL 
1. CCM support CCM (1) 
2. Interior side of 


E/P feed-thru box 
at J3 


Cable end (2) 


3. Cable (3) 


INSTALLATION 


1. Interior side of 
E/P feed-thru box 
at J3 


Cable end (2) 


2. CCM support CCM (1) 
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Personnel Required 
One mechanic 
Equipment Condition 


All power turned off. 


АСТІОМ 
REMARKS 


Seé paragraph 4-53 for removal. 


Disconnect. 


Remove. 
Place cable in shelter for storage. 


Connect. 


See paragraph 4-14 for installation. 
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4-55. REMOVING/INSTALLING C5-19-6693 FROM Е/Р FEED-THRU BOX AND CCM. (СОМТ) 
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4-56. REMOVING/INSTALLING FEED-THRU СОММЕСТОН TBF16S-8PS. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools Personnel Required 
Flat tip screwdriver Two mechanics 


1/4 inch box end wrench 
Equipment Condition 


Materials/Parts 
All power turned off and 
Cloth packing bag CCM removed. Seg paragraph 4-53 
ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 
Disconnect cable end from exterior terminai of feed-thru 
connector before beginning this task. 
1. E/P feed-thru Cable end (1) Disconnect. 
plate 
2. Screw (2), flat Using screwdriver and 1/4 inch box wrench, 
washer (3) and remove. 
nut (4) There are four screws. Step 2 is 
typical for all four screws. 
3. Do step 2 for remaining three screws. 
4. Feed-thru Remove. 


connectors (5) Place hardware and feed-thru connec- 
tor in cloth bag for storage in shelter. 
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4-56. REMOVING/INSTALLING FEED-THRU СОММЕСТОН TBF16S-8PS. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 
INSTALLATION 
E/P feed-thru Feed-thru Seé paragraph 4-19 for installation. 
plate connector (5) 
NOTE 


Connect cable end to exterior terminal of feed-thru connector 
to complete installation. 
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4-57. REMOVING/INSTALLING FEED-THRU ADAPTER AND COVER. 


This task covers: 
1. Removal 
2. Installation 
INITIAL SETUP 
Tools 


Personnel Required 
5/8 inch open end wrench 


9/16 inch open end wrench Two mechanics 

5/16 inch box wrench 

Flat tip screwdriver Equipment Condition 
Materials/Parts All power turned off and 


CCM removed. Seé paragraph 4-53 
Cloth packing bag 


ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 
Disconnect low pressure hose from interior terminal of 
adapter before beginning this task. 
1. E/P feed-thru Screw (l), flat Using screwdriver and 5/16 inch box wrench, 
plate washer (2) and remove. 
nut (3) There are three screws. Step 1 is 
typical for all three screws. 
2. Do step 1 for remaining screws. 
3. Cover (4) Remove. 
4. Adapter (5) and Using 9/16 inch and 5/8 inch open end 


brass nut (6) wrenches, remove. 
Place hardware, adapter and cover in 
cloth bag for storage in shelter. 
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4-57. REMOVING/INSTALLING FEED-THRU ADAPTER AND COVER. (CONT) 


ACTION 
LOCATION ITEM REMARKS 
INSTALLATION 
E/P feed-thru Adapter (5) Seg paragraph 4-12 for installation. 
plate and cover (4) 
NOTE 


Connect low pressure hose to interior terminal of adapter to 
complete installation. 


ELBKEO76 
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4-58. REMOVING/INSTALLING FEED-THRU СОММЕСТОН MS3119E20-16PS. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools 


Flat tip screwdriver 
1/4 inch box wrench 


Materials/Parts 


Cloth packing bag 


LOCATION 


REMOVAL 


1. E/P feed-thru 
plate 
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ITEM 


Personnel Required 
Two mechanics 
Equipment Condition 


All power turned off and CCM 
removed. Seé paraaraph 4-53 


ACTION 
REMARKS 


NOTE 


Disconnect cabie ends from interior and exterior 
terminais of feed-thru connector before beginning 


this task. 


Screw (1), fiat 
washer (2) and 
nut (3) 


Protective cover 
(4), feed-thru 
connector (5) and 
gasket (6) 


Using screwdriver and 1/4 inch box wrench, 
remove. 
There are four screws. Step 1 is 
typical for all four screws. 


Do step 1 for remaining three screws. 


Remove. 
Place hardware, protective cover, 
feed-thru connector and gasket in 
cloth bag for storage in shelter. 
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4-58. REMOVING/INSTALLING FEED-THRU СОММЕСТОН MS3119E20-16PS. (СОМТ) 


REMARKS 


АСТІОМ 


ІТЕМ 


LOCATION 


INSTALLATION 


Sed paragraph 4-1] for installation. 


Feed-thru 


1. E/P feed-thru 


connector (5) 


plate 


NOTE 


Pd 


| R 
AW 
N 


Connect cable ends to interior and exterior terminals of 
thru connector to complete installation. 


feed 


ھا سے 


TE" | 


SR VAN 


سے >= == 


سے 
g Р -e‏ 0 سو 


= 
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4-59. REMOVING/INSTALLING РЕ INTERFACE FROM INTERFACE BRACKET. 


This task covers: 
1. Removal 
2. Installation 
INITIAL SETUP 
Tools 


Flat tip screwdriver 


Materials/Parts 
None 
LOCATION 
REMOVAL 


1. Bracket channel 
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ITEM 


Personnel Required 
Two mechanics 
Equipment Condition 
PE entrance on platform and 


PE outlet air duct cover installed. 


ACTION 
REMARKS 


CAUTION 


Perform decontamination procedures before striking the 
protective entrance if contaminated. 


NOTE 


Disconnect cable ends and air duct hoses from PE before 


starting removal. 


Clamping screw (1) 


Clamping 
screws (2) 


Interface (3) 
and bracket 
channel (4) 


Using screwdriver, loosen. 
Do not remove screws from bracket 
channel. There are twelve screws. Step 
1 is typical for all twelve screws. 


Do step 1 again. 


Pull interface out of bracket channel. 
Push interface into PE flush with 
wall. Place interface bracket channel 
in shelter for storage. 
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4-59. REMOVING/INSTALLING РЕ INTERFACE FROM INTERFACE BRACKET. (СОМТ) 


AGTION 
LOGATION ITEM REMARKS 
INSTALLATION 
1. Interface bracket Interface (3) Seé paragraph 4-9 for installation. 
and bracket 
channel (4) 
NOTE 


Connect cable ends and air duct hoses to PE to complete 
installation. 


(TYPICAL 12 PLACES) 


ELBKEO/8 
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4-60. REMOVING/INSTALLING РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY. 


This task covers: 


1. Removal 
2. Installation 


INITIAL SETUP 
Tools Personnel Required 
7/16 inch socket One mechanic 


3/8 inch ratchet wrench 
6 inch extension 
1/4 inch box wrench 


11/32 inch box wrench Equipment Condition 
Materials/Parts All power turned off. 
None 
ACTION 
LOCATION ITEM REMARKS 
REMOVAL 
NOTE 
Disconnect cable end and air duct hoses from assembly before 
removal. 
1. Airflow valve Screw (1), Using 1/4 inch and 11/32 inch box wrenches, 
mounting plate nut (2), screw (3) remove. 
and nut (4) 
2. Strap (5) and Remove. 
siiencer (6) 
3. Screw (1) and Using 1/4 inch and 11/32 inch box wrench, 
nut (2) install. 
4. Screw (3) and Using 1/4 inch and 11/32 inch box wrench, 
nut (4) install. 
Б. Screw (7), lock- Using 9/16 inch socket, ratchet wrench, 
washer (8) and and extension. remove. 
fiat washer (9) There are tour screws. Step a is 
typical for all four screws. 
6. 
Do step 5 for remaining three screws. 
7. On shelter roof Assembly (10) Remove. 
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4-60. REMOVING/INSTALLING РЕ AIRFLOW VALVE AND SILENCER ASSEMBLY. (CONT) 


ACTION 
LOCATION ITEM REMARKS 
REMOVAL (CONT) 
8. Shelter roof Screw (7), lock- Using 7/16 inch socket, ratchet wrench, 
washer (8) and and extension, install. 
flat washer (9) There are four screws. Step 8 is 


typical for all four screws. 


9, Do step 8 for remaining three screws. 
10. Assembly (10), Place assembly, strap, and silencer in 
strap (5) and shelter for storage. 
silencer (6) 
INSTALLATION 
Airflow valve Assembly (10), Sed paragraph 4-8 for installation. 
mounting plate strap (5) and 
silencer (6) 
NOTE 


Connect cable end and air duct hoses to assembly to complete 
installation. 


ROTATED 90” EL8KE079 
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4-61. РЕ STRIKING PROCEDURE. 


This task covers: 


Striking 
INITIAL SETUP 
Tools Personnel Required 
None Four 
Materials/Parts Equipment Condition 
None PE removed from platform. 
АСТІОМ 
LOCATION ITEM REMARKS 
NOTE 
Remove any articles from inside PE that do not belong and 
clean floor area. 
PE door must remain open until afterstep 7. 
CAUTION 

Top shell must be supported from interface side of 
PE to prevent rear support from closing when detent 
pins are removed. 

1. Inside PE Detent pin (1) Remove. 

2. Curbside brace (2) Remove from bracket. 

3. Detent pin (3) Remove. 

4. Roadside brace (4) Remove from bracket. 

5. Curbside detent Remove. 

pin (5) 
6. Roadside detent Remove. 
pin (6) 
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4-61. РЕ STRIKING PROCEDURE. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 


NOTE 


Fold rear support and brace to floor. Guide folding joint into 
holding bracket, secure with straps. 


Е( 8КЕ080 
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4-61. РЕ STRIKING PROCEDURE. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 
7. Door frame Curbside detent From inside PE, remove. 
pin (1) 
NOTE 
Close and latch PE door at this time. 
Support top shell from door side. 
8. Roadside detent From outside PE, remove. 
pin (2) 


NOTE 


Support from opposite sides. Lower top shell slowly 
and keep it level. As top shell is lowered, the 
interface edge must form an accordion fold. 


Keep interface away from folding door while lowering 
interface side to two feet above bottom shell. 
Continue to lower door side until top and bottom 
shells touch each other. Tuck all fabric on 

interface side into bottom shell, then continue to 
lower top shell until both shells are touching 
completely. 


Tuck in capped outlet so it lies flat and clears 
folded support assemblies. 


CAUTION 
All fabric must be clear of shell mating surfaces. 
9. Top shell Latch (3) Fasten. 


There are twelve latches. Step 9 is 
typical for all twelve latches. 


10. Latches (4) Do step 9 again. 
11. PE inlet Air duct hose (5) Using screwdriver, loosen clamp and 
and hose clamp (6) remove. 


Store in holder for future use. 
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4-61. РЕ STRIKING PROCEDURE. (СОМТ) 


АСТІОМ 
LOCATION ITEM REMARKS 
12. PE inlet Air duct cover (7) Using screwdriver, install. 
and hose clamp (8) Seg paragraph 4-7|for erecting 
procedure. 


EL8KE081 
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4-62. REMOVING РЕ INTERFACE BRACKET ASSEMBLY. 


This task covers: 


Removal 
INITIAL SETUP 
Tools Personnel Required 
Cross tip screwdriver One mechanic 
Materials/Parts Equipment Condition 
None РЕ removed. See paragraph 4-61 
ACTION 
LOCATION ITEM REMARKS 
1. Extrusion Screw (1) Using cross tip screwdriver, remove. 
There are four screws. Step 1 is 
typical for all four screws. 
2. Do step 1 for remaining three screws. 
3. Rear of shelter Extrusion (2) Remove. 
There are two 41 1/4 inch extrusions. 
Steps 1 thru 3 are typical for both 
extrusions. 
4. Extrusion (3) Do steps 1 thru 3 again. 
5. Extrusion Screw (4) Using flat tip screwdriver, remove. 
There are seven screws. Step 5 is 
typical for all seven screws. 
6. Do step 5 again for remaining six screws. 
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4-62. REMOVING PE INTERFACE BRACKET ASSEMBLY. (CONT) 


AGTION 
LOCATION ITEM REMARKS 


7. Rear of shelter Extrusion (5) Remove. 
There are two 71 inch extrusions. 
Steps 5 thru 7 are typical for both 


extrusions. 
8. Extrusion (6) Do steps 5 thru 7 again. 
9. Extrusions (2), Sed paragraph 4-6 for installation. 
(3), (5), and (6) Place extrusions in shelter 


for storage. 


EL8KE082 
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4-62. REMOVING РЕ INTERFACE BRACKET ASSEMBLY, (CONT) 


ACTION 
LOCATION ITEM REMARKS 
NOTE 
Screws will be reinstalled in shelter for future use. See steps 
10 and 11. 
сые OF Screw (1) Using cross tip screwdriver, install. 


There are twenty-two screws. Stop 9 
is typical for all twenty-two screws. 


11. Screw holes (2) Do step 9 again. 
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4-62. REMOVING РЕ INTERFACE BRACKET ASSEMBLY. (СОМТ) 


№ № 


EL8KE083 
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4-63. REMOVING РЕ PLATFORM. 


This task covers: 


Removal 


INITIAL SETUP 
Tools 


3/16 inch hex wrench 


Materials/Parts 
None 
LOCATION ITEM 
pipe flange 
2. 
3. PE platform Utility chain (2) 
4. Utility chains (3) 
5. Pipe (4) 
6. Pipes (5) 


4-148 


Personnel Required 
Three mechanics 


Equipment Condition 


PE removed. See paragraph 4-61 


ACTION 
REMARKS 


Using 3/16 inch hex wrench, loosen. 
There are twelve acrews. Step 1 
is typical for all twelve screws. 


Do step 1 again for remaining eleven screws. 


Remove. 
There are three chains, four if pro- 
tective entrance is not being used. 
Step 3 is typical for ail chains. 


Do step 3 again. 

Remove. 
There are five pipes, six if pro- 
tective entrance is not being used. 
Step 5 is typical for all pipes. 


Do step 5 again. 
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4-63. REMOVING РЕ PLATFORM. (СОМТ) 


b C MT d 


Nu 


(TYPICAL 6 PLACES) 


і 
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4-63. REMOVING РЕ PLATFORM. (СОМТ) 
АСТІОМ 


LOCATION ITEM REMARKS 


NOTE 


Three persons must hold platform up while fourth person removes pins. 


7. Curbside platform Pin (1) Remove. 
bracket 
8. Curbside lower Pin (2) Remove. 
wall bracket 
9. Roadside platform Pin (3) Remove. 
bracket 
10. Roadside lower Pin (4) Remove. 
wall bracket 
11. Rear of sheiter PE platform (5) Remove. 
12. Curbside upper Pin (6) Remove. 
arm bracket 
13. Curbside of Curbside tube Remove. 
platform assembly (7) 
14. Curbside tube Pin (8) Remove. 
assembly 
15. Curbside of Curbside tube Contract. 
platform assembly (7) 
16. Curbside tube Pin (8) Install. 
assembly There are two tube assemblies. 
Steps 13 thru 17 are typical 
for both. 
17. Roadside of Roadside tube Do steps 13 thru 17 again. 
platform assembly (9) 
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4-63. REMOVING PE PLATFORM. (CONT) 


LOGATION 


18. Rear of shelter 


ITEM 


PE platform (5) 
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АСТІОМ 
REMARKS 


See paragraph 4-5 for installation. 
Place all items in wooden crate for 


storage. 


85 
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Section ҮШІ PREPARATION FOR STORAGE AND SHIPMENT 


Refer to SB 38-100 for presenation, packaging, packing, and marking materials, supplies, and 
equipment used by the Army. 
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СНАРТЕН 5 
DIRECT SUPPORT MAINTENANCE 


There are no direct or general support maintenance instructions for this manual. 


5-1/(5-2 blank) 
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APPENDIX А 
REFERENCES 


A-1. SCOPE. 


The following publications contain information applicable to the installation of the Modular 
Collective Protection Equipment (MCPE) in Tacfire Display and Computer Shelters (S-280). 


A-2. PAMPHLETS. 


Consolidated Index of Army Publications 


and Blank FORMS satan re а бала et va es a s DA Pam 310-1 
Report of Packaging and Handling Оейсіепсіеѕ . ............................ AR 700-58 
A-3. SUPPLY BULLETINS. 

Preservation, Packaging, Packing and Marking 

Materials, Supplies, and Equipment Used 

Federal Supply Code for Manufacturers; United States and Canada- 

Code to Name (Cataloging Handbook Н4-2)..................... SB 708-42 
A-4. TECHNICAL BULLETINS. 

Field Instructions for Painting and Preserving 

Electronics Command Equipment, Including 

Camouflage Pattern Painting of Electrical 

Eguipment Shelters сыза STE PRESQUE лы алдаса E RR TB 43-0118 
A.5. TECHNICAL MANUALS. 

Chemical, Biological, and Radiological (CBR) Decontamination.............. TM 3-220 
Collective Protection Equipment, Fire Direction System 

Artillery, (TACFIBE) АМ/А6С6-10(М),.-:5:. зек بت بب وو و وو‎ ТМ 3-4240-284-20&P 
Protective Clothing Chemical Operations .................................. TM 10-277 
The Army Maintenance Management System (ТАММӘ8)....................... TM 38-750 
Destruction of Chemical Weapons and Defense Equipment to 

Prevent Enemy О<е......................................... 70-٤ TM 43-0002-31 
Painting Instructions For Field Use... oko Rr RR Rr ERO TM 43-0139 
Administrative Storage of Едшіртепі..................................... TM 740-90-1 


A-1/(A-2 blank) 
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APPENDIX В 


MAINTENANCE ALLOCATION 


Section |. INTRODUCTION 


B-1. General 


This appendix provides a summary of the maintenance operations for the equipment. It authorizes categories of 
maintenance for specific maintenance functions on repairable items and components and the tools and equipment 
required to perform each function. This appendix may be used as an aid in planning maintenance operations. 


B-2. Maintenance Function 
Maintenance functions will be limited to and defined as follows: 


a. Inspect. To determine the serviceability of an item by comparing its physical, mechanical, and/or electrical 
characteristics with established standards through examination. 

b. Test. To verify serviceability and to detect incipient failure by measuring the mechanical or electrical 
characteristics of an item and comparing those characteristics with prescribed standards. 

c. Service. Operations required periodically to keep an item in proper operating condition, i.e., to clean 
(decontaminate), to preserve, to drain, to paint, or to replenish fuel, lubricants, hydraulic fluids, or compressed 
air supplies. 

d Adjust. To maintain, within prescribed limits, by bringing into proper or exact position, or by setting the 
operating characteristics to the specified parameters. 

e. Align. To adjust specified variable elements of an item to bring about optimum or desired performance. 

f. Calibrate. To determine and cause corrections to be made or to be made or to be adjusted on instruments or 
test measuring and diagnostic equipments used in precision measurement. Consists of comparisons of two in- 
struments, one of which is a certified standard of known accuracy, to detect and adjust any discrepancy in the ac- 
curacy of the instrument being compared. 

g. Install. The act of emplacing, seating, or fixing into position an item, part, module (component or assembly) 
in a manner to allow the proper functioning of the equipment or system. 

h. Replace. The act of substituting a serviceable like type part, subassembly, or module (component or 
assembly) for an unserviceable counterpart. 

i. Repair. The application of maintenance service (inspect, test, service, adjust, align, calibrate, replace) or 
other maintenance actions (welding, grinding, riveting, straightening, facing, remachining, or resurfacing) to 
restore serviceability to an item by correcting specific damage, fault, malfunction, or failure in a part, 
subassembly, module (component or assembly), end item, or system. 

j. Overhaul. That maintenance effort (service/action) necessary to restore an item to a completely ser- 
viceable operational condition as prescribed by maintenance standards (i. e., DMWR) in appropriate technical 
publications. Overhaul is normally the highest degree of maintenance performed by the Army. Overhaul does not 
normally return an item to like new condition. 

k. Rebuild. Consists of those services/actions necessary for the restoration of unserviceable equipment to a 
like new condition in accordance with original manufacturing standards. Rebuild is the highest degree of materiel 
maintenance applied to Army equipment. The rebuild operation includes the act of returning to zero those age 
measurements (hours, miles, etc. ) considered in classifying Army equipment /components. 


B-3. Column Entries 


a. Column 1, Group Number. Column 1 lists group numbers, the purpose of which is to identify components, 
assemblies, subassemblies, and modules with the next higher assembly. 
b. Column 2, Component Assembly. Column 2 contains the noun names of components, assemlbies, 
subassemblies, and modules for which maintenance is authorized. 
B-1 
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с. Column 3, Maintenance Functions. Column 3 lists the functions to be performed on the item listed іп column 
2. When items are listed without maintenance functions, it is solely for purpose of having the group numbers in 
the MAG and RPSTL coincide. 

а. Column 4, Maintenance Category. Column 4 specifies, by the listing of а "work time” figure in the ар- 
propriate subcolumn(s), the lowest level of maintenance authorized to perform the function listed in column 3. 
This figure represents the active time required to perform that maintenance function at the indicated category of 
maintenance, If the number or complexity of the tasks within the listed maintenance function vary at different 
maintenance categories, appropriate “work time” figures will be shown for each category. The number of task- 
hours specified by the "work time" figure represents the average time required to restore an item (assembly, 
subassembly, component, module, end item or system) to a serviceable condition under typical field operating 
conditions, This time includes preparation time, troubleshooting time, and quality assurance/quality control time 
in addition to the time required to perform the specific tasks identified for the maintenance functions authorized 
in the maintenance allocation chart. Subcolumns of column 4 are as follows: 


С - Operator/Crew 
О - Organizational 

- Direct Support 
H - General Support 
D - Depot 


e. Column 5, Tools and Equipment. Column 5 specifies by code, those common tool sets (not individual tools) 
and special tools, test, and support equipment required to perform the designated function. 

f. Column 6, Remarks. Column 6 contains an alphabetic code which leads to the remarks in section IV, 
Remarks, which is pertinent to the item opposite the particular code. 


B-4. Tool and Test Equipment Requirements (Sect. 111) 


a. Tool or Test Equipment/ Reference Code. The numbers in this column coincide with the numbers used in the 
tools and equipment column of the MAG. The numbers indicate the applicable tool or test equipment for the 
maintenance functions. 

b. Maintenance Category. The codes in this column indicate the maintenance category allocated the tool or 
test equipment. 

c. Nomenclature. This column lists the noun name and nomenclature of the tools and test equipment required 
to perform the maintenance functions, 

а. National/NATO Stock Number. This column lists the National/NATO stock number of the specific tool or 
test equipment. 

е. Tool Number. This column lists the manufacturer's part number of the tool followed by the Federal Supply 
Code for manufacturers (5-digit) in parentheses. 


B-5. Remarks (Sect. IV) 


a. Reference Code. This code refers to the appropriate item in section II, column 6. 


b. Remarks. This column provides the required explanatory information necessary to clarify items appearing 
in section Il. 


B-2 


(1) 
GROUP 
NUMBER 


00 


01 


02 


0201 


0202 


03 


0301 
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Section ІІ MAINTENANCE ALLOCATION CHART FOR MCPE 


(2) 


СОМРОМЕМТ/ 
ASSEMBLY 


M10 Pro- 
tective 
Entrance 


Protective 
Entrance 
Control 
Module 


M56 Gas- 


Particulate 
Filter 


Main Fan 


Airflow Valve 


Power Distri- 
bution Unit 


Power Distri- 
bution Panel 


(3) 


MAINTENANCE 
FUNCTION 


Inspect 
Test 
Install 
Replace 
Repair 


Test 


Replace 
Repair 


Inspect 
Test 
Replace 
Repair 


Test 


Replace 
Repair 


Test 
Replace 
Repair 


Replace 
Repair 


Test 


Repair 


(4) (9) 
АІМТЕМАМСЕ CATEGORY TOOLS 
О 


0.2 


0.3 


0.2 


0.1 


Е 


0.5 


4.0 


0.5 


2.0 


(6) 


AND REMARKS 
ЕОРТ 


1 


4,5,6,8 
3,10,11 
1 


2,12,13 
14 


4 
1 
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Section ІІ MAINTENANCE ALLOCATION CHART FOR МСРЕ (СОМТ) 


(1) (2) (3) (4) (5) (6) 
GROUP COMPONENT/ | MAINTENANCE} MAINTENANCE TOOLS 
NUMBER ASSEMBLY FUNCTION C (o F AND REMARKS 
EQPT 
04 Compartment Test 1.0 4,5,6,8, 
Control 9,10,11 
Module Replace 0.2 1 
Repair 0.1 4.0 2 
05 M262 Instal- Test 0.3 4 
lation Kit Inspect 0.5 
Install 0.7 
Repair 0.1 | 0.7 
06 Airflow Test 0.2 4 
Valve and Install 0.1 
Silencer Repair 1.0 
0601 Airflow Test 0.3 4 
Valve Replace 0.3 1 
Repair 0.5 2.0 2 
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Section ІІ TOOL AND TEST EQUIPMENT REQUIREMENTS FOR MCPE 


TOOLS OR TEST 
EQUIPMENT REF 
CODE 


MAINTENANCE 
CATEGORY 


тт пп тп п 


NOMENCLATURE 


Tool, Kit, General 
Mechanics 


Tool Kit, Electronic 
Equipment 


Wrench, Torque 
Multimeter 


Power Supply, Direct 
Current 


Gage, Differential, 
Dial Indicating, 
0-6 in. (H20) 


Resistor, 680 ohm, 
+ 5%, 2 watt 


Resistor, 100 ohm 
+ 10%, 10 watt 


Syringe, Hypodermic 
Tee, Hose 

Tubing, Nonmetallic 
Puller Kit 

Gage, Depth, Micrometer 
Press, Arbor 
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NATIONAL/NATO 


STOCK NUMBER 


5180-00-177-7033 


5180-00-610-8177 


5120-00-247-2536 
6625-00-999-7465 


6130-00-408-4962 
(or equivalent) 


6685-00-087-6331 


5905-00-256-0390 


5905-00-752-6460 


6515-00-754-0412 
4730-00-082-5402 
4720-00-059-5819 
5120-00-289-9597 
5210-00-619-4045 
3444-00-243-2655 
or equivalent 


TOOL 
NUMBER 


SC 5180- 
90-СІ-М2- 
6 


5С 5180- 
91-CL-RO- 
7 


AN/ 
USM223 


B-5/(B-6 blank) 


А collection of words or terms and their definitions are given in this section. 


Word or Term 


Contaminated 
Contract 
Expand 
Extend 
Exterior 

Install 

Interior 


Terminal 


GLOSSARY 


Definition 


Not clean. 

To make smaller. 
To make larger. 
To make longer. 
Outside. 

To put in place. 


Inside. 
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А device attached to the end оға wire or cable 
or to an electrical apparatus for convenience 


in making corrections. 


Glossary 1/(Glossary 2 blank) 
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INDEX 
Subject Page 
A 

Abbreviations, 

SLO ears EEE Л Т ЧҮ К کے ہے وت‎ 
Air conditioner inlet transition duct, 

installation Of ۸9ت‎ GUERRE IG 0 а ыы Дала 4-60 
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Air duct hose from GPFU airflow valve to air conditioner inlet, 

instalation O «nx don oum mre DER Feed o a gba dw ж ОЙ do какай Ка OR eee 4-66 

FEMOVAl Ol PM RETE" 4-86 


Air duct hose from PE airflow valve and silencer assembly to 
GPFU airflow valve outlet, 


installation Of iu eee Re ey qoem مت‎ жа кж ыж аа ER Sal AA Ae Ska Roe aa 4-62 
removal Of. sia مھ‎ саны Т ЛЛ ыра کہ جک‎ ee eta pee ob be rea ды eso ers 4-90 
Air duct hose from PE outlet to GPFU inlet tee, 
installation ۶ 0تت ی‪ ای‎ 1 0۳ 4-4 
22101181۱۱۱۶۶۹ ۰ ۹۷ اوۓت9ً9َ9‎ ۷۶۷۶1 0 
8 
C 
Cable C5-19-6162-10 from PEand PDU, 
installatiori:of ТТТ ТТТ a Каки aed Sc Ыл йын E وو مار انا‎ 4-70 
removal Ol 7 7 9 یں‎ ْ es be 4-82 
Cable С5-19-6170-10 from GPFUand PDU, 
installation of БОЛОЛУК Л да жазала ла быз مہ‎ елка تھا دواد‎ E 4-58 
femoval OL. وا سیا یی‎ ЛЛК са ГЕК ТО ГТ ا شاکھ ھی کی‎ ds арақа l سی گی می‎ 4-04 
Cable С5-19-6170-40 from PEand PE airflow valve and silencer assembly 
instalation Of EEE EEE NS metusa d eius nad 
removal Ol асан ГҮ Т О bena О О یھی‎ anh no می‎ К ОГ ЕР 4-84 
Cable C5-19-6691 from E/P feed-thru box andPDU, 
instalation Of iss 4-88) 
(зере Ж КОЛЛЕК ЛКК УЛ ГК ОКК К NR [4-116] 
Cable C5-19-6693 from E/P feed-thru boxand ССМ, 
removal/installation ої............................................. بی‎ 5 4-128 
Cable C5-19-6693 from E/P feed-thru box and PDU, 
instalation Ok о а. 4-40 
removal ot. si i e та уез оза а ыс омен A аш ТЕ анар ты 4-114 
Common tools and едиіртепі......................................................... 
Compartment control module, 
installation OL sx os oe ОГОЛЕ ТО ОТ О ы an 4-80 
removal/installation OSs sa Aaaa aaa AA SEAR SRR SS Aa RAS 4-0 
D 
Description and use of operator's controls and іпсдісаі5................................. 2-1 
Destruction of army таїеПе!................................................... ٤ 1-2 
Direct support таїпїепапсе........................................... RO ROR NESE EEE. 5-1 


Index 1 


ТМ 11-7440-294-14 


INDEX (СОМТ) 


Subject 


Electrical/Pneumatic feed-thru Бох................................................. 
Feed-thru adapter and cover, 

installation: 7 ص>آیک''۶۶ٰ‎ 007 
removal о ыкы MM d M ir M be, кын dat ЫЕ 
Equipment 

2۱٥۰۱۰۰ 7آ‎ 
673136160131166 csc. یع تس‎ КЛ athe میم ضر می لق تم‎ dd کر اھ‎ ee 
БЕЗЕП ШОПЕН ENE A кк шын ао جج تر مہ‎ A می اید‎ аа کور‎ 
safety, саге and handling ..................................... ee н... 
Feect-thru connector MS3119E20-16PS, 

IristallatiOnr Ol x о. حا‎ ЛГ Л ТГ ЛЕК å 
removal/installation of. .......... ee 00 7 0 
Feed-thru connector TBF16S-8PS, 

Installation OT مد رت‎ ca Ут ek شر‎ Sdn els Sle СК Т eae etu Т atte LE a 
removal/installation of... oaaae an 


Gas particulate filter unit 

installatiot Of A uus secius eek канш к и аналы ыы yl جوا‎ ai tev aS нн. 

Де өм Ж i ОУК КО ЛО ice ККУ УОТУ تد‎ алал, Балы ТКО Л СООЛ 

fan апа inlet tee assembly to GPFU housing, 

installation ОР: si ina eye te Geddes وھ راف روحم‎ eda SRG Ro A REOR а ÊR 

removal/installation of . ........... 1:0. 0 .۔ںیب---‎ 9 
Fan/Inlet tee, 

Installation Of. 2o Saas ааа ш Айлым RERO н 

removal/installation of 1 0 800 0 +9 0 0 080 
Сав ٢ 

installation оѓ. 49ي >ٹ>ب‎ анды ea 00 

removal/installation Of ............ ccs a ааа ааа 
Particulate filter 

installation. Ol «do диды Жунай аба аба та NE 

Ї@ШОЎаКО سم کرس‎ Аа ыы genes нон аран ds еле ее 
Gas particulate filter unit cradle bracket, 

INSTA ALON Oe =... ای ریواصت اھ ھتہ یھی‎ OSM سی‎ Pali es oh wae аны ear 

removal Of «is ades وم وج مر‎ ФАЗА Ra IN مھ‎ алқада ea تیج وس مک‎ 
General information... ci era a кеме жаккыш квн ккан киик OG OE aaa D камы +00 
General Support таїпїепапсе................................................... 


Installing, 
air conditioner inlet transition висі.................................................... 
air duct hose from GPFU airflow valve to air conditioner іпіеі.............................. 


Index 2 


ТМ 11-7440-294-14 


INDEX (CONT) 
Subject Page 
І(СОМТ) 
Installing (Cont), 
Air duct hose from PE airflow valve and silencer assembly to GPFU airflow 
valve outlet "mr 4-62 
Air duct hose from PE outlet to GPFU inlet tee... 2. а.а анаа аанньа Ыз 
cable 05-19-5162 1010 PE and PDU >::24252244е Mad bee brede endda EAS و عو‎ 4-70 
cable С5-19-6170-10 to GPFU апаРО0...............................................2.4. 
cable C5-19-6170-40 to PE and PEairflow valve and silencer assembly . ..................... 4-68 
cable C5-19-6691 to E/P feed-thru box and РПО.......................................... 
cable 05-19-6693 to EP feed-thru box and РОЦ.......................................... [ 4-40] 
compartment control тшодше........................................ з... ٤ 
fan and inlet tee assembly to GPFU һои$їпд............................................ 
fan Met lee EEE EEE Rie kee دہ مسر‎ ee Odes eee EEE 4-44 
feed-thru adapter and соуег........................................ ваат ен [4-26] 
teed-thru connector MS3119E20-16PS 1111111111111111 1 1 11 ۲ 
16604-15110 connector TBF1IGS- SPS 4s x aces or on eee aeg اتی توم‎ a АА CR de a C 4-28 
EE EE EE EE EE EN e and a a eee БЫЛ казак олын 4-52 
۰۰۹۸ е ве  -0 000 0 4-8 
gas particulate filter unit cradle ۱۱۰0 000 08 0822 00808090171110 4-42 
٠ئ000 پ, ,۸ بب‎ 1111 92 77٥ 4-4 
PE airflow valve and silencer assembly "۶۶۹111 1+1 1:772 
PE interface bracket ассетЫу......................................... ана p E edad is 4-12 
PE interface to: Interface Brackel sass مت فو یی‎ ask a nece dio CR Ce ic tee BES qo жасан 4-22 
PE ВАО аа н ене Г оон اعد‎ Gant aed suc ea aed 4-6 
pneumatic tubing and fancable to СРЕО and РПҒ....................................... 4-56 
power distribution Unit се. sa و و یئن‎ Se зак RR eRe eee DE we на den 4-36 
J,K 
L 
Location and description of major сотропеп1{$.......................................... [1-6] 
Low pressure hose from E/P feed-thru box and CCM, 
removal installation 015555555 si ken sss ЫЫ TEKE SNE RET ҚАША ЖЫ) 4-126 
Lubrication INSIFUGHOMS 2.042244 au hae a ыла EEE EEE PE ила LR S [3-1] 
M 
Maintenance allocation chart “۹ 60ْٗٹٔٹپ‎ а ہ0‎ 0 7 B-1 
Maintenance forms, records, and геропв................................................ 1-1 
Maintenance ргосейиге$............................................у haw EMNE GS 77 
N 
Nomenclature cross reference Ібі...................................................... 1-3 


Index 3 


ТМ 11-7440-294-14 


Subject 


Operating instructions ............... 


Operating procedures ............... 
Operation under unusual conditions . . . . 
Operation under usual conditions ...... 
Operator maintenance............... 


INDEX (CONT) 


Operator preventive maintenance checks and вегуісес.................................... 


Organizational maintenance. .......... 


Particulate filter 


installation оҒ...................... 
removal/installation of............... 
PE airflow valve and silencer assembly, 
installation оҒ...................... 
removal/installation of............... 


PE erecting procedure............... 
PE interface bracket assembly, 


installation оҺ..................... 


removal оһ....................... 
PE interface to interface bracket, 


installation оҒ...................... 


removal/installation of.............. 
PE platform, 


installation оҒ...................... 


гіз РЕТ ТТТ” 
Restriking procedure................ 


Pneumatic tubing and fan cable to GPFU and PDU, 


installation оҺ..................... 


гетоуа/оҺ....................... 
Power distribution unit, 

installation оҒ..................... 

removal/installation of.............. 
Preparation for storage and shipment . . . 


Preventive maintenance checks and беімісеб............................................ 


Principles of operation............... 


Бегегепсеб....................... 
Removing, 


airduct hose from СРЕО airflow valve to air conditioner іпіеі.............................. 
air duct hose from PE airflow valve and silencer assembly to 


GPFU airflow valve outlet connections 


Index 4 


INDEX (СОМТ) 
Subject 
R (CONT) 
Air duct hose from PE outlet to GPFU inlet tee connections............. 
Cable C5-19-6162-10 from PE and РОО .............................. 
Cable C5-19-6170-10 from GPFU апа РОО .......................... 
Cable C5-19-61 70-40 from PE and PE airflow valve 
and silencer авзетріу.......................................... 
Cable C5-19-6691 from E/P feed-thru box and РОО .................... 
Cable C5-19-6693 from E/P feed-thru box and РОО .................... 
2100 RECETTE ħi уа аке кек NN OSE We aks 
Gas particulate filter unit cradle бгаскеї............................. 
PE interface bracket авзетріу.................................... 
РЕШЕНИ te Tr" ЕКОО СОУ З Сарва 
Pneumatic tubing and fan cable from GPFU апа РОО .................. 
Removing/installing, 
air conditioner inlet transition (исі................................ 
cable C5-19-6693from E/P feed-thru box and СОМ................... 
compartment control тобШе..................................... 
fan and inlet tee assembly from СРЕО housing ...................... 
feed-thru adapter and сомег...................................... 
feed-thru connector М53119Е20-16Р5 ............................. 
feed-thru соппесіогтТВҒ165-8Р5 . ................................. 
GAS а مال‎ EE EN A СЬ 
ب ب  0 8 080 بب + 0 ت۰۶‎ Er ٥ 
low pressure hose from E/P feed-thru box апа СОМ.................. 
particulate filter EE EE 
PE airflow valve and silencer авветріу............................. 
PE interface from interface бгаскей................................ 
power distribution بب 0 0 1 بب‎ 9 ۳ 
Repair parts, special tools, TMDE and support equipment............... 
Reporting equipment improvement recommendations .................. 
S 
2000 1 0 0 ۰۳٣٥ 
Service upon receipt. ٣ 
Special tools, TMDEand support و"‎ 5 
T 
Troubleshooting ргосейиге$....................................... 
U 
B gecri PI" rp 
V,W,X,Y,Z 


TM 11-7440-294-14 


Page 


E Е 


Index 5/(Index 6 blank) 


PUBLICATION NUMBER 


——m> > eee ee er A —:D——— «ғыш» eee ee «лым 


DA ‘crs 2028-2 


ee —— — "— wee TEAR ALONG PERFORATED LINE‏ ات کس سے ete‏ س <٠‏ سے 


TM 11-5840-340- 


RECOMMENDED CHANGES TO EQUIPMENT TECHNICAL PUBLICATIONS 


SOMETHING WRONG WiTH THIS PUBLICATIONI 


FROM (PRINT YOUR UNIT'S COMPLETE ADDRESS) 


Commander 
THEN. . JOT DOWN THE 
DOPE ABOUT IT ON THIS ۲ر‎ 0 7 


FORM. CAREFULLY TEAR IT 
OUT, FOLD IT AND DROP iT NE ыу оо 


ІМ ТНЕ МАШ. DATE SENT 
10 July 1975 


PUBLICATION DATE PUBLICATION TITLE 
12 23 Jan 74 Radar Set AN/PRC-76 


IN THIS SPACE TELL WHAT IS WRONG 
AND WHAT SHOULD BE DONE ABOUT ІТ: 


Recommend that the installation antenna alignment 
procedure be changed throughout to specify а 29 IFF 
antenna lag rather than 17. 


REASON: Experience has shown that wi®only a 19 lag, 


the antenna servo sytem is too sensitive to wind 
gusting in excess of 25 knoġs, and has a tendency to 
rapidly accelerate and me وھ‎ as it hunts, causin 
strain to the drive train. ing is minimized by 
adjusting the lag to without degradation of 


an + 
operat ion. 


Item 5, Function colu Change "2 db" to "3db." 


REASON: thadjustment procedure the the TRANS POWER | 
FAULT ind$ma calls for а 3 db (500 watts) adjust- | 
ment to li the TRANS POWER FAULT indicator. | 


Ld 


Add new step f.1 to read, "Replace cover plate removed 
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